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350°

ELYS TR T 2800 940 FR23 DA WH

ELYS TR TRIDONIC 1350 16 90 3000 FR 15° FIX / DALI WHITE / BLACK / GREY
ELYS TR TRIDONIC 1450 16 90 4000 FR 15° FIX / DALI WHITE / BLACK / GREY
ELYS TR TRIDONIC 1450 / 1450 / 1350 16 90 3000 FR 23°/ 34° / 53° FIX / DALI WHITE / BLACK / GREY
ELYS TR TRIDONIC 1650 / 1650 / 1500 16 90 4000 FR 23°/ 34° / 53° FIX / DALI WHITE / BLACK / GREY
ELYS TR TRIDONIC 2750 / 2750 / 2400 36 90 3000 FR 23°/ 34° / 53° FIX / DALI WHITE / BLACK / GREY
ELYS TR TRIDONIC 3050 / 3050 / 2750 33 90 4000 FR 23°/ 34° / 53° FIX / DALI WHITE / BLACK / GREY

Luminous flux tolerance +/- 10%. The Company reserves the right to change any product specifications without prior notification.

DIMENSIONS

RETAIL

order description:

Type mounting

type

modul net lumen 

output 

(at Ta = 25 °C)

power 

consumption

color

rendering 

index

correlated 

color 

temperature

optic control color

(lm) (W) CRI (Ra) CCT (K)



20

ELYS TR
ELYS Track is an elegant luminaire with a whole 

list of useful attributes. With four different 

beam angles, exceptional reflector efficiency 

of 94% and outstanding CRI 90 this fully 

adjustable luminaire effectively proves that 

small is the new big.

STANDARD

Mounting Suspended or ceiling / ground surfaced track system

Optical system Facet reflector (FR) toolless exchangeable

Light distribution Direct

Driver TRIDONIC with thermal protection
- FIX  
- DALI (dimmable 1-100%)

Materials Luminaire head + driver box - casted AL
Heatsink - forged AL
Connector - Polycarbonate                    

Surface finish Housing: white (RAL 9003), black (RAL 9005), 
grey (RAL 9006)

Accessories Various types of connections and 
suspension equipment (GLOBAL Trac system)

Compatibility FIX Connectors - all GTS
DALI Connectors - compatible with GTS XTSC

Weight 1.1 kg

Service lifetime 50 000 hours / L80 B10 @ 35 °C

Ambient temperature 0 °C / + 35 °C

EEC A++ / A+ / A

up to

3050
lm

up to

103
lm/W

3
SDCM

CRI

90+
Ra

years 
warranty5
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ELYS TR T 2400 FRUIT FR23 DA GR

Luminous flux tolerance +/- 10%. The Company reserves the right to change any product specifications without prior notification.

DIMENSIONS

RETAIL

order description:

Type mounting

type

modul net lumen 

output 

(at Ta = 25 °C)

power 

consumption

correlated 

color 

temperature

optic control color

(lm) (W) CCT (K)

ELYS TR TRIDONIC 2550 33 GOLD FR 23°/ 34° / 53° FIX / DALI WHITE / BLACK / GREY
ELYS TR TRIDONIC 1800 33 GOLD+ FR 23°/ 34° / 53° FIX / DALI WHITE / BLACK / GREY
ELYS TR TRIDONIC 1600 33 MEAT FR 23°/ 34° / 53° FIX / DALI WHITE / BLACK / GREY
ELYS TR TRIDONIC 1750 33 MEAT+ FR 23°/ 34° / 53° FIX / DALI WHITE / BLACK / GREY
ELYS TR TRIDONIC 2750 33 FISH FR 23°/ 34° / 53° FIX / DALI WHITE / BLACK / GREY
ELYS TR TRIDONIC 2400 33 FRUIT FR 23°/ 34° / 53° FIX / DALI WHITE / BLACK / GREY



20

up to

2750
lm

up to

83
lm/W

years 
warranty5

ELYS TR
FOOD

The economic and elegant design of this 

luminaire was developed for very specific 

food lighting applications. Food products are 

displayed in the best light possible with this fully 

adjustable product with three different beam 

angles, exceptional reflector and efficiency of 

up to 94%.

STANDARD

Mounting Suspended or ceiling / ground surfaced track system

Optical system Facet reflector (FR) toolless exchangeable

Light distribution Direct

Driver TRIDONIC with thermal protection
- FIX  
- DALI (dimmable 1-100%)

Materials Luminaire head + driver box - casted AL
Heatsink - forged AL
Connector - Polycarbonate                    

Surface finish Housing: white (RAL 9003), black (RAL 9005), 
grey (RAL 9006)

Accessories Various types of connections and 
suspension equipment (GLOBAL Trac system)

Compatibility FIX Connectors - all GTS
DALI Connectors - compatible with GTS XTSC

Weight 1.1 kg

Service lifetime 50 000 hours / L80 B10 @ 35 °C

Ambient temperature 0 °C / + 35 °C

EEC A++ / A+ / A
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ELYS TR 23°
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Luminous flux tolerance +/- 10%. The Company reserves the right to change any product specifications without prior notification.

DIMENSIONS

RETAIL

order description:

Type mounting

type

modul net lumen 

output 

(at Ta = 25 °C)

power 

consumption

color

rendering 

index

correlated 

color 

temperature

optic control color

(lm) (W) CRI (Ra) CCT (K)

ELYS TR XICATO 1550 / 1450 / 1350 23 98 3000 FR 23° / 34° / 53° FIX / DALI WHITE / BLACK / GREY
ELYS TR XICATO 2050 / 1900 / 1750 30 98 3000 FR 23° / 34° / 53° FIX / DALI WHITE / BLACK / GREY
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ELYS TR 
FASHION

People choose what they buy based on colour, 

that is not news, especially when it comes to 

clothes. Your customers should see the true value 

of products displayed in your stores. Try this fully 

adjustable luminaire whose characteristic features 

are three different beam angles, exceptional 

reflector efficiency of 94%, outstanding CRI 98, 

and natural colouring for all colour tones, even 

white.
STANDARD

Mounting Suspended or ceiling / ground surfaced track system

Optical system Facet reflector (FR) toolless exchangeable

Light distribution Direct

Driver TRIDONIC with thermal protection
- FIX  
- DALI (dimmable 1-100%)

Materials Luminaire head + driver box - casted AL
Heatsink - forged AL
Connector - Polycarbonate                    

Surface finish Housing: white (RAL 9003), black (RAL 9005), 
grey (RAL 9006)

Accessories Various types of connections and 
suspension equipment (GLOBAL Trac system) 

Compatibility FIX Connectors - all GTS
DALI Connectors - compatible with GTS XTSC

Weight 1.1 kg

Service lifetime 50 000 hours / L80 B10 @ 35 °C

Ambient temperature 0 °C / + 35 °C

EEC A++ / A+ / A

up to

2050
lm

up to

68
lm/W

1x2
SDCM

CRI

98
Ra

years 
warranty5
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ELYS TW TR ZENIGATA 1750 - 2100 31 >90 TW (2700 - 5700) FR 23° / 34° / 53° DALI WHITE / BLACK / GREY

Luminous flux tolerance +/- 10%. The Company reserves the right to change any product specifications without prior notification.

DIMENSIONS

RETAIL

order description:

Type mounting

type

modul net lumen 

output 

(at Ta = 25 °C)

power 

consumption

color

rendering 

index

correlated 

color 

temperature

optic control color
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PRELIMINARY

tunable
white

ELYS TW 
This fully adjustable and powerful spotlight 

ensures excellent colour rendition above 90 

Ra over the manually adjustable CCT range. 

Its rich spectrum is a result of warm and cold 

white LED layers so if you want to add value 

to the shopping experience of your customers, 

surprise them with some quality light.

STANDARD

Mounting Suspended or ceiling / ground surfaced track system

Optical system Facet reflector (FR) toolless exchangeable

Light distribution Direct

Driver Dimmable electronic control gear DALI

Materials Luminaire head + driver box - casted AL
Heatsink - forged AL
Connector - Polycarbonate                    

Surface finish Housing: white (RAL 9003), black (RAL 9005), 
grey (RAL 9006)

Accessories Various types of connections and 
suspension equipment (GLOBAL Trac system) 

Compatibility DALI Connectors - compatible with GTS XTSC

Weight 1.3 kg

Service lifetime 50 000 hours / L80 B10 @ 35 °C

Ambient temperature 0 °C / + 35 °C

EEC A++ / A+ / A

up to

1850
lm

>90
Ra

years 
warranty5
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KREIN TW TR ZENIGATA 1600 - 1850 31 >90 TW (2700 - 5700) FR 23° / 34° / 53° DALI WHITE / BLACK / GREY

Luminous flux tolerance +/- 10%. The Company reserves the right to change any product specifications without prior notification.

DIMENSIONS

RETAIL

order description:

Type mounting

type

modul net lumen 

output 

(at Ta = 25 °C)

power 

consumption

color

rendering 

index

correlated 

color 

temperature

optic control color

(lm) (W) CRI (Ra) CCT (K)



20

PRELIMINARY

tunable
white

KREIN TW
Very flexible luminaire with colour rendition 

above 90 Ra over the manually adjustable CCT 

range can do magic with displayed products. 

Learn how to get the most of the spectrum of 

warm and cold white LED and you will see the 

difference in number of satisfied clients. 

STANDARD

Mounting Suspended or ceiling / ground surfaced track system

Optical system Facet reflector (FR) toolless exchangeable

Light distribution Direct

Driver Dimmable electronic control gear DALI

Materials Luminaire head + driver box - casted AL
Heatsink - forged AL
Connector - Polycarbonate                    

Surface finish Housing: white (RAL 9003), black (RAL 9005), 
grey (RAL 9006)

Accessories Various types of connections and 
suspension equipment (GLOBAL Trac system) 

Compatibility DALI Connectors - compatible with GTS XTSC

Weight 2.19 kg

Service lifetime 50 000 hours / L80 B10 @ 35 °C

Ambient temperature 0 °C / + 35 °C

EEC A++ / A+ / A

up to

1850
lm

>90
Ra

years 
warranty5



REBA 50°

REBA 70°

REBA Pi-LED TR L 0850 9PI FR50 DA WH

REBA Pi-LED TR LUMITECH 1000-850 20 90 PI (2500-7000) FR 50° / 70° DALI WHITE

Luminous flux tolerance +/- 10%. The Company reserves the right to change any product specifications without prior notification.

DIMENSIONS

RETAIL

order description:

Type mounting

type

modul net lumen 

output 

(at Ta = 25 °C)

power 

consumption

color

rendering 

index

correlated 

color 

temperature

optic control color

(lm) (W) CRI (Ra) CCT (K)
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PRELIMINARY

DA L I  DT 8

up to

1000
lm

up to

50
lm/W

CRI

90
Ra

REBA Pi-LED 
This powerful spotlight which can tune col-

our in white light fixtures by combination of 

cool and warm white LEDs will become a new 

standard for all exhibition areas. Be it a gallery, 

museum or any kind of public display of arts, 

products or skills, this luminaire will allow you 

to adjust the colour tones and intensities as 

needed. 

STANDARD

Mounting Suspended or ceiling / ground surfaced track system

Optical system Facet reflector (FR) toolless exchangeable

Light distribution Direct

Driver Dimmable electronic control gear DALI DT8

Materials Luminaire head + driver box - casted AL
Heatsink - forged AL
Connector - Polycarbonate                    

Surface finish Housing: white (RAL 9003)

Accessories Various types of connections and 
suspension equipment (GLOBAL Trac system) 

Compatibility DALI Connectors - compatible with GTS XTSC

Weight     

Service lifetime 50 000 hours / L80 B10 @ 35 °C

Ambient temperature 0 °C / + 35 °C

EEC A++ / A+ / A

control system 

REQUIRED 

years 
warranty5

AUF ANFRAGE
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ELYS SR TRIDONIC 1350 16 90 3000 FR 15° FIX / DALI WHITE / BLACK / GREY
ELYS SR TRIDONIC 1450 16 90 4000 FR 15° FIX / DALI WHITE / BLACK / GREY
ELYS SR TRIDONIC 1450 / 1450 / 1350 16 90 3000 FR 23°/ 34° / 53° FIX / DALI WHITE / BLACK / GREY
ELYS SR TRIDONIC 1650 / 1650 / 1500 16 90 4000 FR 23°/ 34° / 53° FIX / DALI WHITE / BLACK / GREY
ELYS SR TRIDONIC 2750 / 2750 / 2400 36 90 3000 FR 23°/ 34° / 53° FIX / DALI WHITE / BLACK / GREY
ELYS SR TRIDONIC 3050 / 3050 / 2750 33 90 4000 FR 23°/ 34° / 53° FIX / DALI WHITE / BLACK / GREY

Luminous flux tolerance +/- 10%. The Company reserves the right to change any product specifications without prior notification.

DIMENSIONS

RETAIL

MOUNTING

order description:

Type mounting

type

modul net lumen 

output 

(at Ta = 25 °C)

power 

consumption

color

rendering 

index

correlated 

color 

temperature

optic control color

(lm) (W) CRI (Ra) CCT (K)



20

ELYS SR
This single fully adjustable luminaire with 

semi-recessed installation stylishly extends 

from the ceiling to be directed as needed. 

Small yet powerful luminaire is highly effective 

and adaptable to the ever-changing retail 

environment.

STANDARD

3
SDCM

CRI

90+
Ra

years 
warranty5

Mounting Semi-recessed

Optical system Facet reflector (FR) toolless exchangeable

Light distribution Direct

Driver TRIDONIC with thermal protection
- FIX  
- DALI (dimmable 1-100%)

Materials Housing: AL die cast
Reflector: facet anodised AL
Trim: AL die cast

Surface finish Housing: white (RAL 9003), black (RAL 9005), 
grey (RAL 9006)

Weight 1.0 kg

Service lifetime 50 000 hours / L80 B10 @ 35 °C

Ambient temperature 0 °C / + 35 °C

EEC A++ / A+ / A

up to

3050
lm

up to

103
lm/W
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Luminous flux tolerance +/- 10%. The Company reserves the right to change any product specifications without prior notification.

RETAIL

order description:

Type mounting

type

modul net lumen 

output 

(at Ta = 25 °C)

power 

consumption

correlated 

color 

temperature

optic control color

(lm) (W) CCT (K)

ELYS SR TRIDONIC 2550 33 GOLD FR 23°/ 34° / 53° FIX / DALI WHITE / BLACK / GREY
ELYS SR TRIDONIC 1800 33 GOLD+ FR 23°/ 34° / 53° FIX / DALI WHITE / BLACK / GREY
ELYS SR TRIDONIC 1600 33 MEAT FR 23°/ 34° / 53° FIX / DALI WHITE / BLACK / GREY
ELYS SR TRIDONIC 1750 33 MEAT+ FR 23°/ 34° / 53° FIX / DALI WHITE / BLACK / GREY
ELYS SR TRIDONIC 2750 33 FISH FR 23°/ 34° / 53° FIX / DALI WHITE / BLACK / GREY
ELYS SR TRIDONIC 2400 33 FRUIT FR 23°/ 34° / 53° FIX / DALI WHITE / BLACK / GREY

DIMENSIONS

MOUNTING
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ELYS SR
FOOD

Use the quality light of ELYS Food in product-

specific lighting solutions to provide fresher 

and more appealing perception of goods. Well-

lit areas with meat, dairy products and baked 

goods will easily guide customers, improve their 

mood and positively influence their behaviour.

STANDARD

Mounting Semi-recessed

Optical system Facet reflector (FR) toolless exchangeable

Light distribution Direct

Driver TRIDONIC with thermal protection
- FIX  
- DALI (dimmable 1-100%)

Materials Housing: AL die cast
Reflector: facet anodised AL
Trim: AL die cast

Surface finish Housing: white (RAL 9003), black (RAL 9005), 
grey (RAL 9006)

Weight 1.0 kg

Service lifetime 50 000 hours / L80 B10 @ 35 °C

Ambient temperature 0 °C / + 35 °C

EEC A++ / A+ / A

up to

2750
lm

up to

83
lm/W

years 
warranty5
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Luminous flux tolerance +/- 10%. The Company reserves the right to change any product specifications without prior notification.

RETAIL

order description:

Type mounting

type

modul net lumen 

output 

(at Ta = 25 °C)

power 

consumption

color

rendering 

index

correlated 

color 

temperature

optic control color

(lm) (W) CRI (Ra) CCT (K)

ELYS SR XICATO 1550 / 1450 / 1350 23 98 3000 FR 23° / 34° / 53° FIX / DALI WHITE / BLACK / GREY
ELYS SR XICATO 2050 / 1900 / 1750 30 98 3000 FR 23° / 34° / 53° FIX / DALI WHITE / BLACK / GREY

DIMENSIONS

MOUNTING
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ELYS SR
FASHION

Very stylish, fully adjustable, highly effective; 

these are just some of the characteristics typical 

of ELYS SR Fashion. This semi-recessed spotlight 

can be adjusted as needed to highlight the 

natural colours of displayed goods and shift 

the shopping experience of your customers to 

the next level.

STANDARD

up to

2050
lm

up to

68
lm/W

1x2
SDCM

CRI

98
Ra

years 
warranty5

Mounting Semi-recessed

Optical system Facet reflector (FR) toolless exchangeable

Light distribution Direct

Driver TRIDONIC with thermal protection
- FIX  
- DALI (dimmable 1-100%)

Materials Housing: AL die cast
Reflector: facet anodised AL
Trim: AL die cast

Surface finish Housing: white (RAL 9003), black (RAL 9005), 
grey (RAL 9006)

Weight 1.0 kg

Service lifetime 50 000 hours / L80 B10 @ 35 °C

Ambient temperature 0 °C / + 35 °C

EEC A++ / A+ / A
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ELYS SU T 2800 940 FR23 DA WH

MONTAGE

8888

8
8

ELYS SU TRIDONIC 1450 / 1450 / 1350 16 90 3000 FR 23°/ 34° / 53° FIX / DALI WHITE / BLACK / GREY
ELYS SU TRIDONIC 1650 / 1650 / 1500 16 90 4000 FR 23°/ 34° / 53° FIX / DALI WHITE / BLACK / GREY
ELYS SU TRIDONIC 2750 / 2750 / 2400 36 90 3000 FR 23°/ 34° / 53° FIX / DALI WHITE / BLACK / GREY
ELYS SU TRIDONIC 3050 / 3050 / 2750 33 90 4000 FR 23°/ 34° / 53° FIX / DALI WHITE / BLACK / GREY

Luminous flux tolerance +/- 10%. The Company reserves the right to change any product specifications without prior notification.

RETAIL

DIMENSIONS

order description:

Type mounting

type

modul net lumen 

output 

(at Ta = 25 °C)

power 

consumption

color

rendering 

index

correlated 

color 

temperature

optic control color

(lm) (W) CRI (Ra) CCT (K)
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PRELIMINARY

ELYS SU
This suspended LED luminaire can act as both 

a feature downlight and precisely directable 

spotlight. Its uniqueness resides also in modern 

and minimalist design. Let your customers 

see your products in a new light, bet on ELYS 

Suspended.

STANDARD

Mounting Suspended

Optical system Facet reflector (FR) toolless exchangeable

Light distribution Direct

Driver TRIDONIC with thermal protection
- FIX  
- DALI (dimmable 1-100%)

Materials Housing: AL die cast
Reflector: facet anodised AL

Surface finish Housing: white (RAL 9003), black (RAL 9005), 
grey (RAL 9006)

Weight     

Service lifetime 50 000 hours / L80 B10 @ 35 °C

Ambient temperature 0 °C / + 35 °C

EEC A++ / A+ / A

3
SDCM

CRI

90+
Ra

years 
warranty5

up to

3050
lm

up to

103
lm/W
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ELYS SU T 2400 FRUIT FR23 DA WH

ELYS SU 23°

ELYS SU 34°

ELYS SU 53°

8888

8
8

Luminous flux tolerance +/- 10%. The Company reserves the right to change any product specifications without prior notification.

RETAIL

order description:

Type mounting

type

modul net lumen 

output 

(at Ta = 25 °C)

power 

consumption

correlated 

color 

temperature

optic control color

(lm) (W) CCT (K)

ELYS SU TRIDONIC 2550 33 GOLD FR 23°/ 34° / 53° FIX / DALI WHITE / BLACK / GREY
ELYS SU TRIDONIC 1800 33 GOLD+ FR 23°/ 34° / 53° FIX / DALI WHITE / BLACK / GREY
ELYS SU TRIDONIC 1600 33 MEAT FR 23°/ 34° / 53° FIX / DALI WHITE / BLACK / GREY
ELYS SU TRIDONIC 1750 33 MEAT+ FR 23°/ 34° / 53° FIX / DALI WHITE / BLACK / GREY
ELYS SU TRIDONIC 2750 33 FISH FR 23°/ 34° / 53° FIX / DALI WHITE / BLACK / GREY
ELYS SU TRIDONIC 2400 33 FRUIT FR 23°/ 34° / 53° FIX / DALI WHITE / BLACK / GREY

MOUNTING

DIMENSIONS
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PRELIMINARY

ELYS SU
FOOD

Show your customers the quality of your 

food products in naturally appealing colours. 

With ELYS Suspended you do not have to 

play around the colour science; adjustable 

suspended mounting of the floodlight will be 

enough to convince your clients how fresh and 

tasty your items are. 

STANDARD

Mounting Suspended

Optical system Facet reflector (FR) toolless exchangeable

Light distribution Direct

Driver TRIDONIC with thermal protection
- FIX  
- DALI (dimmable 1-100%)

Materials Housing: AL die cast
Reflector: facet anodised AL

Surface finish Housing: white (RAL 9003), black (RAL 9005), 
grey (RAL 9006)

Weight     

Service lifetime 50 000 hours / L80 B10 @ 35 °C

Ambient temperature 0 °C / + 35 °C

EEC A++ / A+ / A

up to

2750
lm

up to

83
lm/W

years 
warranty5
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8
8

Luminous flux tolerance +/- 10%. The Company reserves the right to change any product specifications without prior notification.

RETAIL

order description:

Type mounting

type

modul net lumen 

output 

(at Ta = 25 °C)

power 

consumption

color

rendering 

index

correlated 

color 

temperature

optic control color

(lm) (W) CRI (Ra) CCT (K)

ELYS SU XICATO 1550 / 1450 / 1350 23 98 3000 FR 23° / 34° / 53° FIX / DALI WHITE / BLACK / GREY
ELYS SU XICATO 2050 / 1900 / 1750 30 98 3000 FR 23° / 34° / 53° FIX / DALI WHITE / BLACK / GREY

MOUNTING

DIMENSIONS
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PRELIMINARY

ELYS SU
FASHION

This fashionably suspended LED aims to attract 

customers’ attention and show the exposed 

objects in the best light possible. It offers a 

visually enhanced shopping experience full 

of true colours, quality materials and unique 

design ideas.

STANDARD

Mounting Suspended

Optical system Facet reflector (FR) toolless exchangeable

Light distribution Direct

Driver TRIDONIC with thermal protection
- FIX  
- DALI (dimmable 1-100%)

Materials Housing: AL die cast
Reflector: facet anodised AL

Surface finish Housing: white (RAL 9003), black (RAL 9005), 
grey (RAL 9006)

Weight     

Service lifetime 50 000 hours / L80 B10 @ 35 °C

Ambient temperature 0 °C / + 35 °C

EEC A++ / A+ / A

up to

2050
lm

up to

68
lm/W

1x2
SDCM

CRI

98
Ra

years 
warranty5
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ELYS CS RE T 2800 940 FR23 DA WH

200
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0

9
5 18
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ELYS CS RE TRIDONIC 1350 16 90 3000 FR 15° FIX / DALI WHITE / BLACK
ELYS CS RE TRIDONIC 1450 16 90 4000 FR 15° FIX / DALI WHITE / BLACK
ELYS CS RE TRIDONIC 1450 / 1450 / 1350 16 90 3000 FR 23°/ 34° / 53° FIX / DALI WHITE / BLACK
ELYS CS RE TRIDONIC 1650 / 1650 / 1500 16 90 4000 FR 23°/ 34° / 53° FIX / DALI WHITE / BLACK
ELYS CS RE TRIDONIC 2750 / 2750 / 2400 36 90 3000 FR 23°/ 34° / 53° FIX / DALI WHITE / BLACK
ELYS CS RE TRIDONIC 3050 / 3050 / 2750 33 90 4000 FR 23°/ 34° / 53° FIX / DALI WHITE / BLACK

Luminous flux tolerance +/- 10%. The Company reserves the right to change any product specifications without prior notification.

RETAIL

DIMENSIONS

order description:

Type mounting

type

modul net lumen 

output 

(at Ta = 25 °C)

power 

consumption

color

rendering 

index

correlated 

color 

temperature

optic control color

(lm) (W) CRI (Ra) CCT (K)
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ELYS CS
This luminaire will universally match all kinds 

of interiors whilst providing high-quality 

illumination. Even though it is designed for 

recessed ceiling installation, its user-friendly 

design with one individually adjustable head 

can also highlight a specific object or area of 

your choice.

STANDARD

Mounting Ceiling recessed

Optical system Facet reflector (FR) toolless exchangeable

Light distribution Direct

Driver TRIDONIC with thermal protection
- FIX  
- DALI (dimmable 1-100%)

Materials Housing: AL die cast
Reflector: facet anodised AL
Trim: AL die cast

Surface finish Housing: white (RAL 9003), black (RAL 9005)
On request: grey (RAL 9006)

Weight 1.75 kg

Service lifetime 50 000 hours / L80 B10 @ 35 °C

Ambient temperature 0 °C / + 35 °C

EEC A++ / A+ / A

3
SDCM

CRI

90+
Ra

years 
warranty5

up to

3050
lm

up to

103
lm/W
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Luminous flux tolerance +/- 10%. The Company reserves the right to change any product specifications without prior notification.

RETAIL

DIMENSIONS

order description:

Type mounting

type

modul net lumen 

output 

(at Ta = 25 °C)

power 

consumption

correlated 

color 

temperature

optic control color

(lm) (W) CCT (K)

ELYS CS RE TRIDONIC 2550 33 GOLD FR 23°/ 34° / 53° FIX / DALI WHITE / BLACK
ELYS CS RE TRIDONIC 1800 33 GOLD+ FR 23°/ 34° / 53° FIX / DALI WHITE / BLACK
ELYS CS RE TRIDONIC 1600 33 MEAT FR 23°/ 34° / 53° FIX / DALI WHITE / BLACK
ELYS CS RE TRIDONIC 1750 33 MEAT+ FR 23°/ 34° / 53° FIX / DALI WHITE / BLACK
ELYS CS RE TRIDONIC 2750 33 FISH FR 23°/ 34° / 53° FIX / DALI WHITE / BLACK
ELYS CS RE TRIDONIC 2400 33 FRUIT FR 23°/ 34° / 53° FIX / DALI WHITE / BLACK
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ELYS CS
FOOD

The colour of food items plays an important role 

in buying decisions. Make sure your groceries 

are portrayed in the right way. ELYS Cardanic 

Square for Food Application is the best choice 

to delive increased sales of fresh products.

STANDARD

Mounting Ceiling recessed

Optical system Facet reflector (FR) toolless exchangeable

Light distribution Direct

Driver TRIDONIC with thermal protection
- FIX  
- DALI (dimmable 1-100%)

Materials Housing: AL die cast
Reflector: facet anodised AL
Trim: AL die cast

Surface finish Housing: white (RAL 9003), black (RAL 9005) 
On request: grey (RAL 9006)

Weight 1.75 kg

Service lifetime 50 000 hours / L80 B10 @ 35 °C

Ambient temperature 0 °C / + 35 °C

EEC A++ / A+ / A

up to

2750
lm

up to

83
lm/W

years 
warranty5
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Luminous flux tolerance +/- 10%. The Company reserves the right to change any product specifications without prior notification.

RETAIL

order description:

DIMENSIONS

Type mounting

type

modul net lumen 

output 

(at Ta = 25 °C)

power 

consumption

color

rendering 

index

correlated 

color 

temperature

optic control color

(lm) (W) CRI (Ra) CCT (K)

ELYS CS RE XICATO 1550 / 1450 / 1350 23 98 3000 FR 23° / 34° / 53° FIX / DALI WHITE / BLACK
ELYS CS RE XICATO 2050 / 1900 / 1750 30 98 3000 FR 23° / 34° / 53° FIX / DALI WHITE / BLACK
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ELYS CS
FASHION

ELYS Cardanic Square is a special series of 

luminaires whose aim is to bring into focus 

displayed goods while their frames elegantly 

blend with the ceiling. Deliver a great shopping 

experience for your clients with this really 

powerful lighting solution.

STANDARD

Mounting Ceiling recessed

Optical system Facet reflector (FR) toolless exchangeable

Light distribution Direct

Driver TRIDONIC with thermal protection
- FIX  
- DALI (dimmable 1-100%)

Materials Housing: AL die cast
Reflector: facet anodised AL
Trim: AL die cast

Surface finish Housing: white (RAL 9003), black (RAL 9005), 
On request: grey (RAL 9006)

Weight 1.75 kg

Service lifetime 50 000 hours / L80 B10 @ 35 °C

Ambient temperature 0 °C / + 35 °C

EEC A++ / A+ / A

up to

2050
lm

up to

68
lm/W

1x2
SDCM

CRI

98
Ra

years 
warranty5
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337

20
0

9
5

320

18
0

ELYS CS2 15°

ELYS CS2 23°

ELYS CS2 34°

ELYS CS2 53°

ELYS CS2 RE TRIDONIC 2700 32 90 3000 FR 15° FIX / DALI WHITE / BLACK
ELYS CS2 RE TRIDONIC 2900 32 90 4000 FR 15° FIX / DALI WHITE / BLACK
ELYS CS2 RE TRIDONIC 2900 / 2900 / 2700 32 90 3000 FR 23°/ 34° / 53° FIX / DALI WHITE / BLACK
ELYS CS2 RE TRIDONIC 3300 / 3300 / 3000 32 90 4000 FR 23°/ 34° / 53° FIX / DALI WHITE / BLACK
ELYS CS2 RE TRIDONIC 5500 / 5500 / 4800 72 90 3000 FR 23°/ 34° / 53° FIX / DALI WHITE / BLACK
ELYS CS2 RE TRIDONIC 6100 / 6100 / 5500 66 90 4000 FR 23°/ 34° / 53° FIX / DALI WHITE / BLACK

Luminous flux tolerance +/- 10%. The Company reserves the right to change any product specifications without prior notification.

RETAIL

DIMENSIONS

order description:

Type mounting

type

modul net lumen 

output 

(at Ta = 25 °C)

power 

consumption

color

rendering 

index

correlated 

color 

temperature

optic control color

(lm) (W) CRI (Ra) CCT (K)
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ELYS CS2
Practical and still elegant, it is ELYS Cardanic 

Square 2, an enhanced version of the favourite 

ELYS Cardanic series. With two adjustable 

heads, the light fitting can illuminate several 

products while its frame remains smoothly 

blended with the ceiling.  

STANDARD

Mounting Ceiling recessed

Optical system Facet reflector (FR) toolless exchangeable

Light distribution Direct

Driver TRIDONIC with thermal protection
- FIX  
- DALI (dimmable 1-100%)

Materials Housing: AL die cast
Reflector: facet anodised AL
Trim: AL die cast

Surface finish Housing: white (RAL 9003), black (RAL 9005) 
On request: grey (RAL 9006)

Weight 2.4 kg

Service lifetime 50 000 hours / L80 B10 @ 35 °C

Ambient temperature 0 °C / + 35 °C

EEC A++ / A+ / A

up to

6100
lm

up to

103
lm/W

3
SDCM

CRI

90+
Ra

years 
warranty5
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ELYS CS2 23°

ELYS CS2 34°

ELYS CS2 53°

ELYS CS2 RE T 4800 FRUIT FR23 DA WH

Luminous flux tolerance +/- 10%. The Company reserves the right to change any product specifications without prior notification.

RETAIL

DIMENSIONS

order description:

Type mounting

type

modul net lumen 

output 

(at Ta = 25 °C)

power 

consumption

correlated 

color 

temperature

optic control color

(lm) (W) CCT (K)

ELYS CS2 RE TRIDONIC 5100 66 GOLD FR 23°/ 34° / 53° FIX / DALI WHITE / BLACK
ELYS CS2 RE TRIDONIC 3600 66 GOLD+ FR 23°/ 34° / 53° FIX / DALI WHITE / BLACK
ELYS CS2 RE TRIDONIC 3200 66 MEAT FR 23°/ 34° / 53° FIX / DALI WHITE / BLACK
ELYS CS2 RE TRIDONIC 3500 66 MEAT+ FR 23°/ 34° / 53° FIX / DALI WHITE / BLACK
ELYS CS2 RE TRIDONIC 5500 66 FISH FR 23°/ 34° / 53° FIX / DALI WHITE / BLACK
ELYS CS2 RE TRIDONIC 4800 66 FRUIT FR 23°/ 34° / 53° FIX / DALI WHITE / BLACK
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ELYS CS2
FOOD

This luminaire is one of the most flexible 

solutions for food applications. Not only will it 

enhance the colour of fresh products like dairy, 

meat, fish or bakery, but due to its coupled 

active heads, it can also illuminate bigger spaces 

and thus make your business more effective.

STANDARD

up to

5500
lm

up to

83
lm/W

years 
warranty5

Mounting Ceiling recessed

Optical system Facet reflector (FR) toolless exchangeable

Light distribution Direct

Driver TRIDONIC with thermal protection
- FIX  
- DALI (dimmable 1-100%)

Materials Housing: AL die cast
Reflector: facet anodised AL
Trim: AL die cast

Surface finish Housing: white (RAL 9003), black (RAL 9005) 
On request: grey (RAL 9006)

Weight 2.4 kg

Service lifetime 50 000 hours / L80 B10 @ 35 °C

Ambient temperature 0 °C / + 35 °C

EEC A++ / A+ / A



337

20
0

9
5

320

18
0

C0-C180 C90-C270

90°90°

75°

60°

45°

30° 15° 0° 15° 30°

45°

60°

75°

2000

3000

 cd/klm 

C0-C180 C90-C270

90°90°

75°

60°

45°

30° 15° 0° 15° 30°

45°

60°

75°

1000

1500

2000

 cd/klm 

C0-C180 C90-C270

90°90°

75°

60°

45°

30° 15° 0° 15° 30°

45°

60°

75°

400

600

800

1000

 cd/klm 

ELYS CS2 23°

ELYS CS2 34°

ELYS CS2 53°

ELYS CS2 RE X 4100 930 FR23 DA BL

Luminous flux tolerance +/- 10%. The Company reserves the right to change any product specifications without prior notification.

RETAIL

DIMENSIONS

order description:

Type mounting

type

modul net lumen 

output 

(at Ta = 25 °C)

power 

consumption

color

rendering 

index

correlated 

color 

temperature

optic control color

(lm) (W) CRI (Ra) CCT (K)

ELYS CS2 RE XICATO 3100 / 2900 / 2700 46 98 3000 FR 23° / 34° / 53° FIX / DALI WHITE / BLACK
ELYS CS2 RE XICATO 4100 / 3800 / 3500 60 98 3000 FR 23° / 34° / 53° FIX / DALI WHITE / BLACK
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ELYS CS2
FASHION

ELYS Cardanic Square 2 is yet another member 

of successful ELYS series. Its added value 

resides in the double light source. Whether you 

wish to floodlight just one product or use it to 

effectively illuminate larger area, this luminaire 

will serve your needs.

STANDARD

up to

4100
lm

up to

68
lm/W

1x2
SDCM

CRI

98
Ra

years 
warranty5

Mounting Ceiling recessed

Optical system Facet reflector (FR) toolless exchangeable

Light distribution Direct

Driver TRIDONIC with thermal protection
- FIX  
- DALI (dimmable 1-100%)

Materials Housing: AL die cast
Reflector: facet anodised AL
Trim: AL die cast

Surface finish Housing: white (RAL 9003), black (RAL 9005)
On request: grey (RAL 9006)

Weight 2.4 kg

Service lifetime 50 000 hours / L80 B10 @ 35 °C

Ambient temperature 0 °C / + 35 °C

EEC A++ / A+ / A
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ELYS CR RE T 2800 940 FR23 DA WH

ELYS CR RE TRIDONIC 1350 16 90 3000 FR 15° FIX / DALI WHITE / BLACK
ELYS CR RE TRIDONIC 1450 16 90 4000 FR 15° FIX / DALI WHITE / BLACK
ELYS CR RE TRIDONIC 1450 / 1450 / 1350 16 90 3000 FR 23°/ 34° / 53° FIX / DALI WHITE / BLACK
ELYS CR RE TRIDONIC 1650 / 1650 / 1500 16 90 4000 FR 23°/ 34° / 53° FIX / DALI WHITE / BLACK
ELYS CR RE TRIDONIC 2750 / 2750 / 2400 36 90 3000 FR 23°/ 34° / 53° FIX / DALI WHITE / BLACK
ELYS CR RE TRIDONIC 3050 / 3050 / 2750 33 90 4000 FR 23°/ 34° / 53° FIX / DALI WHITE / BLACK

Luminous flux tolerance +/- 10%. The Company reserves the right to change any product specifications without prior notification.

RETAIL

DIMENSIONS

order description:

Type mounting

type

modul net lumen 

output 

(at Ta = 25 °C)

power 

consumption

color

rendering 

index

correlated 

color 

temperature

optic control color

(lm) (W) CRI (Ra) CCT (K)



20

ELYS CR
ELYS Cardanic Round is ideal for both horizontal 

and vertical illumination. Its adjustable head is 

peeking out of the frame quite unobtrusively, 

however, its powerful light can spotlight on 

products very effectively.

STANDARD

Mounting Ceiling recessed

Optical system Facet reflector (FR) toolless exchangeable

Light distribution Direct

Driver TRIDONIC with thermal protection
- FIX  
- DALI (dimmable 1-100%)

Materials Housing: AL die cast
Reflector: facet anodised AL
Trim: AL die cast

Surface finish Housing: white (RAL 9003), black (RAL 9005)
On request: grey (RAL 9006)

Weight 1.5 kg

Service lifetime 50 000 hours / L80 B10 @ 35 °C

Ambient temperature 0 °C / + 35 °C

EEC A++ / A+ / A

3
SDCM

CRI

90+
Ra

years 
warranty5

up to

3050
lm

up to

103
lm/W
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ELYS CR RE T 2400 FRUIT FR23 DA WH
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7
3

Ø 180

Luminous flux tolerance +/- 10%. The Company reserves the right to change any product specifications without prior notification.

RETAIL

DIMENSIONS

order description:

Type mounting

type

modul net lumen 

output 

(at Ta = 25 °C)

power 

consumption

correlated 

color 

temperature

optic control color

(lm) (W) CCT (K)

ELYS CR RE TRIDONIC 2550 33 GOLD FR 23°/ 34° / 53° FIX / DALI WHITE / BLACK
ELYS CR RE TRIDONIC 1800 33 GOLD+ FR 23°/ 34° / 53° FIX / DALI WHITE / BLACK
ELYS CR RE TRIDONIC 1600 33 MEAT FR 23°/ 34° / 53° FIX / DALI WHITE / BLACK
ELYS CR RE TRIDONIC 1750 33 MEAT+ FR 23°/ 34° / 53° FIX / DALI WHITE / BLACK
ELYS CR RE TRIDONIC 2750 33 FISH FR 23°/ 34° / 53° FIX / DALI WHITE / BLACK
ELYS CR RE TRIDONIC 2400 33 FRUIT FR 23°/ 34° / 53° FIX / DALI WHITE / BLACK
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ELYS CR
FOOD

It’s scientifically proven that LED lighting pro-

vides large savings and increased light qual-

ity, tempting your customers. Just try ELYS 

Cardanic Round to see how shopping for 

groceries can turn into a dazzling journey full 

of bright colours and sun-like strong light.

STANDARD

Mounting Ceiling recessed

Optical system Facet reflector (FR) toolless exchangeable

Light distribution Direct

Driver TRIDONIC with thermal protection
- FIX  
- DALI (dimmable 1-100%)

Materials Housing: AL die cast
Reflector: facet anodised AL
Trim: AL die cast

Surface finish Housing: white (RAL 9003), black (RAL 9005)
On request: grey (RAL 9006)

Weight 1.5 kg

Service lifetime 50 000 hours / L80 B10 @ 35 °C

Ambient temperature 0 °C / + 35 °C

EEC A++ / A+ / A

up to

2750
lm

up to

83
lm/W

years 
warranty5
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ELYS CR RE X 2050 930 FR23 DA BL

Luminous flux tolerance +/- 10%. The Company reserves the right to change any product specifications without prior notification.

RETAIL

DIMENSIONS

order description:

Type mounting

type

modul net lumen 

output 

(at Ta = 25 °C)

power 

consumption

color

rendering 

index

correlated 

color 

temperature

optic control color

(lm) (W) CRI (Ra) CCT (K)

ELYS CR RE XICATO 1550 / 1450 / 1350 23 98 3000 FR 23° / 34° / 53° FIX / DALI WHITE / BLACK
ELYS CR RE XICATO 2050 / 1900 / 1750 30 98 3000 FR 23° / 34° / 53° FIX / DALI WHITE / BLACK
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ELYS CR
FASHION

Improve the lighting quality of buying space 

for your customers. Once they can see your 

products in real light, they will fall in love with 

the store. Lighting matters and ELYS Cardanic 

Round will prove it to you. 

STANDARD

Mounting Ceiling recessed

Optical system Facet reflector (FR) toolless exchangeable

Light distribution Direct

Driver TRIDONIC with thermal protection
- FIX  
- DALI (dimmable 1-100%)

Materials Housing: AL die cast
Reflector: facet anodised AL
Trim: AL die cast

Surface finish Housing: white (RAL 9003), black (RAL 9005) 
On request: grey (RAL 9006)

Weight 1.5 kg

Service lifetime 50 000 hours / L80 B10 @ 35 °C

Ambient temperature 0 °C / + 35 °C

EEC A++ / A+ / A

up to

2050
lm

up to

68
lm/W

1x2
SDCM

CRI

98
Ra

years 
warranty5
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GALE M RE T 2900 930 FR20 DA WH

Luminous flux tolerance +/- 10%. The Company reserves the right to change any product specifications without prior notification.

RETAIL

order description:

Type mounting

type

modul net lumen 

output 

(at Ta = 25 °C)

power 

consumption

color

rendering 

index

correlated 

color 

temperature

optic control color

(lm) (W) CRI (Ra) CCT (K)

GALE S RE TRIDONIC 2150 / 2050 / 2000 28 90 3000 FR 20°/ 40° / 60° FIX / DALI WHITE
GALE S RE TRIDONIC 2350 / 2250 / 2200 28 90 4000 FR 20°/ 40° / 60° FIX / DALI WHITE
GALE M RE TRIDONIC 2650 / 2500 / 2450 34 90 3000 FR 20°/ 40° / 60° FIX / DALI WHITE
GALE M RE TRIDONIC 2900 / 2750 / 2700 34 90 4000 FR 20°/ 40° / 60° FIX / DALI WHITE
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GALE
This luminaire offers vertical illumination 

in clean lines with round footprints in the 

application. The highly effective refl ectors 

(20°/40°/60°) can be easily changed without 

any tools and will create perfect illumination 

with tremendous CRI 90. Natural colours for 

all colour tones, including white, that’s Gale 

series.

Mounting Recessed

Optical system Facet refl ector (FR) toolless exchangeable

Light distribution Direct

Driver TRIDONIC with thermal protection
- FIX  
- DALI (dimmable 1-100%)

Materials Housing: AL die cast
Refl ector: facet anodised AL

Surface fi nish Housing: white (RAL 9003)

Weight 1.5 kg (M)

Service lifetime 50 000 hours / L80 B10 @ 35 °C

Ambient temperature 0 °C / + 35 °C

EEC A++ / A+ / A

up to

2900
lm

up to

85
lm/W

3
SDCM

90
Ra

years 
warranty5

STANDARD
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Luminous flux tolerance +/- 10%. The Company reserves the right to change any product specifications without prior notification.

RETAIL

order description:

Type mounting

type

modul net lumen 

output 

(at Ta = 25 °C)

power 

consumption

correlated 

color 

temperature

optic control color

(lm) (W) CCT (K)

GALE S RE TRIDONIC - - GOLD FR 20°/ 40° / 60° FIX / DALI WHITE
GALE S RE TRIDONIC - - GOLD+ FR 20°/ 40° / 60° FIX / DALI WHITE
GALE S RE TRIDONIC - - MEAT FR 20°/ 40° / 60° FIX / DALI WHITE
GALE S RE TRIDONIC - - MEAT+ FR 20°/ 40° / 60° FIX / DALI WHITE
GALE S RE TRIDONIC - - FISH FR 20°/ 40° / 60° FIX / DALI WHITE
GALE S RE TRIDONIC - - FRUIT FR 20°/ 40° / 60° FIX / DALI WHITE
GALE M RE TRIDONIC - - GOLD FR 20°/ 40° / 60° FIX / DALI WHITE
GALE M RE TRIDONIC - - GOLD+ FR 20°/ 40° / 60° FIX / DALI WHITE
GALE M RE TRIDONIC - - MEAT FR 20°/ 40° / 60° FIX / DALI WHITE
GALE M RE TRIDONIC - - MEAT+ FR 20°/ 40° / 60° FIX / DALI WHITE
GALE M RE TRIDONIC - - FISH FR 20°/ 40° / 60° FIX / DALI WHITE
GALE M RE TRIDONIC - - FRUIT FR 20°/ 40° / 60° FIX / DALI WHITE
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PRELIMINARY

GALE
FOOD

Flawless vertical illumination with round 

footprints in food applications can be reached 

by Gale Food luminaire. The possibility to 

change the refl ectors (20°/40°/60°) will allow 

you to see the products in natural light with 

stunning CRI and thus gain a competitive edge 

in their appearance.

Mounting Recessed

Optical system Facet refl ector (FR) toolless exchangeable

Light distribution Direct

Driver TRIDONIC with thermal protection
- FIX  
- DALI (dimmable 1-100%)

Materials Housing: AL die cast
Refl ector: facet anodised AL

Surface fi nish Housing: white (RAL 9003)

Weight 1.5 kg (M)

Service lifetime 50 000 hours / L80 B10 @ 35 °C

Ambient temperature 0 °C / + 35 °C

EEC A++ / A+ / A

STANDARD

up to

    
lm

up to

  
lm/W

years 
warranty5



GALE M RE X 2450 930 FR20 DA WH
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Luminous flux tolerance +/- 10%. The Company reserves the right to change any product specifications without prior notification.

RETAIL

order description:

Type mounting

type

modul net lumen 

output 

(at Ta = 25 °C)

power 

consumption

color

rendering 

index

correlated 

color 

temperature

optic control color

(lm) (W) CRI (Ra) CCT (K)

GALE S RE XICATO - / - / - 28 98 3000 FR 20°/ 40° / 60° FIX / DALI WHITE
GALE M RE XICATO 2450 / 2300 / 2250 34 98 3000 FR 20°/ 40° / 60° FIX / DALI WHITE
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PRELIMINARY GALE S

GALE
FASHION

This luminaire with adjustable refl ectors will 

shine the spotlight in round shapes. With CRI 

98, it is designed to highlight natural colours 

of displayed goods and nurture the shopping 

appetite of your customers. 

STANDARD

up to

2450
lm

up to

72
lm/W

1x2
SDCM

CRI

98
Ra

years 
warranty5

Mounting Recessed

Optical system Facet refl ector (FR) toolless exchangeable

Light distribution Direct

Driver TRIDONIC with thermal protection
- FIX  
- DALI (dimmable 1-100%)

Materials Housing: AL die cast
Refl ector: facet anodised AL

Surface fi nish Housing: white (RAL 9003)

Weight 1.5 kg (M)

Service lifetime 50 000 hours / L80 B10 @ 35 °C

Ambient temperature 0 °C / + 35 °C

EEC A++ / A+ / A
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Luminous fl ux tolerance +/- 10%. The Company reserves the right to change any product specifi cations without prior notifi cation.

RETAIL

order description:

Type mounting

type

modul net lumen 

output 

(at Ta = 25 °C)

power 

consumption

color

rendering 

index

correlated 

color 

temperature

optic control color

(lm) (W) CRI (Ra) CCT (K)

CADINE S RE SAMSUNG 1200 11 80 3000 MR 70° FIX / DALI WHITE
CADINE S RE SAMSUNG 1250 11 80 4000 MR 70° FIX / DALI WHITE
CADINE S RE SAMSUNG 2000 19 80 3000 MR 70° FIX / DALI WHITE
CADINE S RE SAMSUNG 2100 19 80 4000 MR 70° FIX / DALI WHITE
CADINE M RE SAMSUNG 1900 19 80 3000 MR 78° FIX / DALI WHITE
CADINE M RE SAMSUNG 2000 19 80 4000 MR 78° FIX / DALI WHITE
CADINE M RE SAMSUNG 2600 26 80 3000 MR 78° FIX / DALI WHITE
CADINE M RE SAMSUNG 2750 26 80 4000 MR 78° FIX / DALI WHITE



4020

44

CADINE
This square LED downlight is available with 

a wide range of lumen packages in two 

different sizes and integrated emergency (On 

request). The large emitting surface of the LED 

light source in combination with microprisma 

reduces glare and maximises visual comfort.

STANDARD

up to

2750
lm

up to

110
lm/W

80
Ra

years 
warranty5

Mounting Ceiling recessed

Optical system Matt refl ector + diffuser

Light distribution Direct

Driver TRIDONIC with thermal protection
- FIX  
- DALI (dimmable 1-100%)

Materials Housing: sheet steel, Trim: sheet steel
Refl ector: Matt AL refl ector
Diffuser: PMMA diamond microprisma
On request: 
Cover IP44: transparent PMMA

Surface fi nish White (RAL 9003)

Weight 0.9 kg (S), 1.2 kg (M)

Service lifetime 50 000 hours / L90 B10 @ 35 °C (S)
50 000 hours / L85 B10 @ 35 °C (M)

Ambient temperature up to + 35 °C

EEC A++ / A+ / A

ON REQUEST
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CADINE Pi-LED S RE L 2200 9PI MR70 DA WH

CADINE Pi-LED S RE LUMITECH 1000-850 20 90 PI (2500-7000) MR 75° DALI / WIRELESS WHITE
CADINE Pi-LED M RE LUMITECH 2050-1900 34-36 90 PI (2500-7000) MR 82° DALI / WIRELESS WHITE
CADINE Pi-LED L RE LUMITECH 2200-1900 34-36 90 PI (2500-7000) MR 80° DALI / WIRELESS WHITE

Luminous flux tolerance +/- 10%. The Company reserves the right to change any product specifications without prior notification.

CADINE S

CADINE M

CADINE L

RETAIL

Type mounting

type

modul net lumen 

output 

(at Ta = 25 °C)

power 

consumption

color

rendering 

index

correlated 

color 

temperature

optic control color

(lm) (W) CRI (Ra) CCT (K)

order description:
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DA L I  DT 8

CADINE Pi-LED
This Pi-LED version of the square downlight 

integrates tunable white with RGB. Its large 

surface emits the LED light source while 

microprisma reduces glare and maximises 

visual comfort. This luminaire with ideal 

characteristics is a must in areas which call for 

being trendy up-to-date. 

STANDARD

CRI

90
Ra

control system 

REQUIRED 

up to

2200
lm

up to

61
lm/W

years 
warranty5

Mounting Ceiling recessed 

Optical system Matt reflector + diffuser

Light distribution Direct

Driver Dimmable electronic control gear DALI DT8

Materials Housing: sheet steel, Trim: sheet steel
Reflector: Matt AL reflector
Diffuser: PMMA diamond microprisma
On request: 
Cover IP44: transparent PMMA

Surface finish Trim: white (RAL9003)

Accessories Control system required

Weight 1.35 kg (S), 1.60 kg (M), 2.00 kg (L)

Service lifetime 50 000 hours / L80 B10 @ 35 °C

Ambient temperature - 25 °C / + 35 °C

EEC A++ / A+ / A

ON REQUEST
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BENEN M RE S 2800 840 MR70 DA WH

Luminous flux tolerance +/- 10%. The Company reserves the right to change any product specifications without prior notification.

RETAIL

order description:

Type mounting

type

modul net lumen 

output 

(at Ta = 25 °C)

power 

consumption

color

rendering 

index

correlated 

color 

temperature

optic control color

(lm) (W) CRI (Ra) CCT (K)

BENEN S RE SAMSUNG 1150 11 80 3000 MR 71° FIX / DALI WHITE
BENEN S RE SAMSUNG 1200 11 80 4000 MR 71° FIX / DALI WHITE
BENEN S RE SAMSUNG 1900 19 80 3000 MR 71° FIX / DALI WHITE
BENEN S RE SAMSUNG 2000 19 80 4000 MR 71° FIX / DALI WHITE
BENEN M RE SAMSUNG 1950 19 80 3000 MR 70° FIX / DALI WHITE
BENEN M RE SAMSUNG 2050 19 80 4000 MR 70° FIX / DALI WHITE
BENEN M RE SAMSUNG 2650 26 80 3000 MR 70° FIX / DALI WHITE
BENEN M RE SAMSUNG 2800 26 80 4000 MR 70° FIX / DALI WHITE



20 40
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STANDARD

ON REQUEST

up to

2800
lm

up to

107
lm/W

80
Ra

Mounting Ceiling recessed 

Optical system Matt reflector + diffuser

Light distribution Direct

Driver Electronic control gear
- FIX  
- DALI (dimmable 1-100%)

Materials Housing: sheet steel
Reflector: matt AL
Diffuser: microprismatic PMMA
Trim: die cast AL
On request: 
Cover (IP54 optical part): transparent PC

Surface finish Trim: white (RAL9003), other colours on request

Weight 0.8 kg (S), 1.0 kg (M)

Service lifetime 50 000 hours / L90 B10 @ 35 °C (S)
50 000 hours / L85 B10 @ 35 °C (M)

Ambient temperature - 25 °C / + 35 °C

EEC A++ / A+ / A

years 
warranty5

BENEN
BENEN prides itself mainly on excellent 

adaptability to the client's needs. Due to 

extensive research into luminaire design and 

construction properties, BENEN reaches high 

lighting efficacy of up to 107lm/W and provides 

comfortable lighting atmosphere in any retail 

application. 
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BENEN S
800 lm, Pi-LED 7000K

BENEN M
1850 lm, Pi-LED 7000K

BENEN L
1950 lm, Pi-LED 7000K

BENEN Pi-LED S RE L 2200 9PI MR70 DA WH

BENEN Pi-LED S RE LUMITECH 950-800 20 90 PI (2500-7000) MR 73° DALI / WIRELESS WHITE
BENEN Pi-LED M RE LUMITECH 2100-1850 34-36 90 PI (2500-7000) MR 71° DALI / WIRELESS WHITE
BENEN Pi-LED L RE LUMITECH 2200-1950 34-36 90 PI (2500-7000) MR 70° DALI / WIRELESS WHITE

Luminous flux tolerance +/- 10%. The Company reserves the right to change any product specifications without prior notification.

RETAIL

Type mounting

type

modul net lumen 

output 

(at Ta = 25 °C)

power 

consumption

color

rendering 

index

correlated 

color 

temperature

optic control color

(lm) (W) CRI (Ra) CCT (K)

order description:
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DA L I  DT 8

BENEN Pi-LED
This round LED downlight combines tunable 

white with RGB and thus turns the illuminated 

areas into realm of the most varied colour 

tones. Other advantages of this luminaire 

include the large emitting surface and glare 

reducing microprisma.

STANDARD

Mounting Ceiling recessed 

Optical system Matt reflector + diffuser

Light distribution Direct

Driver Dimmable electronic control gear DALI DT8

Materials Housing: sheet steel
Reflector: matt AL
Diffuser: microprismatic PMMA
Trim: die cast AL
On request: 
Cover (IP54 optical part): transparent PC

Surface finish Trim: white (RAL9003)

Accessories Control system required

Weight 1.35 kg (S), 1.50 kg (M), 1.70 kg (L)

Service lifetime 50 000 hours / L80 B10 @ 35 °C

Ambient temperature - 25 °C / + 35 °C

EEC A++ / A+ / A

ON REQUEST

CRI

90
Ra

up to

2200
lm

up to

61
lm/W

control system 

REQUIRED 

years 
warranty5
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Luminous fl ux tolerance +/- 10%. The Company reserves the right to change any product specifi cations without prior notifi cation.

MOUNTING

DIMENSIONS

SPORT & LEISURE,  RETAIL ,  INDUSTRY

order description:

Type mounting

type

modul net lumen 

output 

(at Ta = 25 °C)

power 

consumption

color

rendering 

index

correlated 

color 

temperature

optic control color

(lm) (W) CRI (Ra) CCT (K)

BENEN XTP RE SAMSUNG 1750 19 80 3000  MR 70° FIX / DALI WHITE
BENEN XTP RE SAMSUNG 1850 19 80 4000 MR 70° FIX / DALI WHITE
BENEN XTP RE SAMSUNG 2200 24 80 3000 MR 70° FIX / DALI WHITE
BENEN XTP RE SAMSUNG 2300 24 80 4000 MR 70° FIX / DALI WHITE
BENEN XTP RE SAMSUNG 3000 31 80 3000 MR 70° FIX / DALI WHITE
BENEN XTP RE SAMSUNG 3150 31 80 4000 MR 70° FIX / DALI WHITE



65

BENEN XTP
A truly versatile classic round downlight with 

appearance that suits any application, that’s 

characteristics of BENEN XTP. It has an extra-

high IP rating which makes it perfect for the use 

in demanding environments such as hospitals, 

laboratories and manufacturing premises as well 

as in covered outdoor areas. What’s more, this 

luminaire can pride itself on a range of lumen 

packages, two CCT variants and several driver 

possibilities.
STANDARD

up to

3150
lm

up to

102
lm/W

IP65

Mounting Ceiling recessed 

Optical system Matt refl ector + diffuser

Light distribution Direct

Driver Electronic control gear FIX/DALI

Materials Housing: sheet steel
Diffuser: microprismatic PMMA
Trim: die cast AL
Refl ector: polished/matt/white anodised
AL
Cover: transparent glass

Surface fi nish White (RAL 9003)

Weight 2.0 kg

Service lifetime 50 000 hours / L80 B10 @ 35 °C

Ambient temperature - 25 °C / + 35 °C

EEC A++ / A+ / A

years 
warranty5



Ø 125
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DIARA
900 lm 3000K
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DIARA RE C 900 940 OPAL DA WH

Luminous flux tolerance +/- 10%. The Company reserves the right to change any product specifications without prior notification.

MOUNTING

DIMENSIONS

RETAIL

Type mounting

type

modul net lumen 

output 

(at Ta = 25 °C)

power 

consumption

color

rendering 

index

correlated 

color 

temperature

optic control color

(lm) (W) CRI (Ra) CCT (K)

DIARA RE CREE 900 13 90 3000 OPAL FIX / PD / DALI WHITE
DIARA RE CREE 900 13 90 4000 OPAL FIX / PD / DALI WHITE

order description:



20 44PHASE

up to

69
lm/W

>90
Ra

up to

900
lm

DIARA
DIARA is a discreet but modern LED downlight 

that provides softly diffused and visually 

comfortable illumination with superb colour 

rendition (CRI > 90). In this luminaire, Cree True 

White technology combines high efficiency 

with excellent colour rendition and makes it 

the best fit if you need to provide for a quality 

lighting experience.

STANDARD

Cree
TrueWhite

Mounting Ceiling recessed

Optical system Diffuser

Light distribution Direct

Driver Electronic control gear
- FIX  
- PHASE DIM (PD)
- DALI (dimmable 1-100%)

Materials Trim: sheet steel
Reflector: injected PC
Diffuser: opal PMMA

Surface finish White (RAL9003)

Weight 0.6 kg

Service lifetime 50 000 hours / L90 B10 @ 35 °C

Ambient temperature - 20 °C / + 35 °C

EEC A++ / A+ / A

years 
warranty5
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DIARA AMBIENT
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DIARA AM RE C 750 940 OPAL DA WH

0
,8

 -
 3

0 
m

m

Luminous fl ux tolerance +/- 10%. The Company reserves the right to change any product specifi cations without prior notifi cation.

DIMENSIONS

RETAIL

Type mounting

type

modul net lumen 

output 

(at Ta = 25 °C)

power 

consumption

color

rendering 

index

correlated 

color 

temperature

optic control color

(lm) (W) CRI (Ra) CCT (K)

DIARA AM RE CREE 750 16 90 3000 OPAL FIX / PD / DALI WHITE
DIARA AM RE CREE 750 16 90 4000 OPAL FIX / PD / DALI WHITE

order description:

MOUNTING



20 44PHASE

DIARA 
AMBIENT
Providing the same fl awless illumination as 

its recessed counterpart, this LED downlight 

additionally provides a pleasant decorative 

effect by means of the diffuser strip around its 

circumference. Ideal for areas requiring a bit of 

fi nesse.

STANDARD

up to

46
lm/W

>90
Ra

up to

750
lm

Cree
TrueWhite

Mounting Ceiling recessed

Optical system Diffuser

Light distribution Direct-indirect

Driver Electronic control gear
- FIX  
- PHASE DIM (PD)
- DALI (dimmable 1-100%)

Materials Housing: sheet steel
Diffuser: opal plast
Trim: sheet steel

Surface fi nish White (RAL 9003)

Weight 0.7 kg

Service lifetime 50 000 hours / L90 B10 @ 35 °C

Ambient temperature Up to + 25 °C

EEC A++ / A+ / A

years 
warranty5
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SMART-L LSMW
5400 lm, 4000 K

SMART-L LSDE
5500 lm, 4000 K

SMART-L LSDA
5600 lm, 4000 K

SMART-L ND S 8950 840 LSMW DA WH

Luminous flux tolerance +/- 10%. The Company reserves the right to change any product specifications without prior notification.

DIMENSIONS

MOUNTING

RETAIL ,  INDUSTRY

order description:

Type mounting

type

modul net lumen 

output 

(at Ta = 25 °C)

power 

consumption

color

rendering 

index

correlated 

color 

temperature

optic control color

(lm) (W) CRI (Ra) CCT (K)

SMART-L ND SAMSUNG 5100 / 5200 / 5300 40 80 3000 LSMW / LSDE / LSDA FIX / DALI WHITE
SMART-L ND SAMSUNG 5400 / 5500 / 5600 40 80 4000 LSMW / LSDE / LSDA FIX / DALI WHITE
SMART-L ND SAMSUNG 7650 / 7750 / 7850 68 80 3000 LSMW / LSDE / LSDA FIX / DALI WHITE
SMART-L ND SAMSUNG 8100 / 8200 / 8300 68 80 4000 LSMW / LSDE / LSDA FIX / DALI WHITE
SMART-L ND SAMSUNG 8500 / 8600 / 8700 80 80 3000 LSMW / LSDE / LSDA FIX / DALI WHITE
SMART-L ND SAMSUNG 8950 / 9050 / 9150 80 80 4000 LSMW / LSDE / LSDA FIX / DALI WHITE



20
STANDARD

ON REQUEST

up to

8300
lm

up to

140
lm/W

80+
Ra

SMART-L
It could not be easier to provide large-scale 

general illumination than with this innovative 

rail-mounted luminaire. Combination of 

its exceptional market-leading effi cacies, 

high performance LED lens optics and full 

controllability makes it a perfect line solution.

Mounting Ceiling surfaced or suspended - determined for 
continuous installation

Optical system Lenses:  LSMW (MEDIUM WIDE 91° / 88°)
             LSDE (DEEP 56°)
             LSDA (DOUBLE ASYMMETRIC 74° / 134°)

Light distribution Direct 

Driver Electronic control gear
- FIX  
- DALI (dimmable 1-100%)
- Emergency unit variant 3H (On request)

Materials Housing: sheet steel
Lenses: PMMA

Surface fi nish Housing: white (RAL 9003)
Other colours on request

Accessories System SMART L (see accessories)
On request: Antiglare grids (for LSMW and LSDE)

Weight 2.6 kg

Service lifetime 50 000 hours / L80 B20 @ 35-40 °C
50 000 hours / L80 B10 @ 30 °C

Ambient temperature - 20 °C / + 35 °C

EEC A++ / A+ 

years 
warranty5

ANTIGLARE GRIDS



SMART L SYSTEM

ACCESSORIES 
TBP

SB

SBT24

SBT15

CHP02

CHS

RSE02

RS02

MRCP 01

MRE

MR

MRCP 01 - MOUNTING RAIL CONNECTION PIECE

TBP

Quick-fix bracket for installation of Tornado 
luminaire to the mounting rail.

SB - BRACKET FOR CEILING 
MOUNTING

Quick-fix bracket for ceiling installation of 
mounting rail.

SBT24 - BRACKET FOR CEILING 
MOUNTING

Quick-fix bracket for T-profile (24mm) ceiling 
installation of mounting rail.

SBT15 - BRACKET FOR CEILING 
MOUNTING

Quick-fix bracket for T-profile (15mm) ceiling 
installation of mounting rail.



CHS - CHAIN SUSPENSION

chain suspension of standard length 800mm.

CHP02 - CHAIN BRACKET

Bracket for chain suspension.

RSE02 - ROPE SUSPENSION WITH ELECTRIC CABLE

The rope suspension for electric connection. Depth adjustable suspension 
is used for holding of the mounting rail together with connection of the 
mounting rail to the mains. 3 or 5-core cable of 1,5mm cross-section of 
standard lenght 800mm is available.

MRE - MOUNTING RAIL END PIECE

The plastic cover of the rail profile is used for the 
completion of free end of profile. Rail end piece 
must be ordered separately.

RS02 - ROPE SUSPENSION

Depth adjustable rope suspension of standard 
lenght 800mm. Diameter of wire is 1,5mm.

MR - MOUNTING RAIL

Can be preinstalled with the 
cable of 5 x 1,5 mm, 
7 x 1,5 mm , 5 x 2,5 mm 
or 7 x 2,5 mm cross-section.



260

220

59

EM3H TR T 093 765 LS13 FI WH

Luminous flux tolerance +/- 10%. The Company reserves the right to change any product specifications without prior notification.

RETAIL
DIMENSIONS

MOUNTING

Type mounting

type

modul net lumen 

output 

(at Ta = 25 °C)

power 

consumption

color

rendering 

index

correlated 

color 

temperature

optic control color

(lm) (W) CRI (Ra) CCT (K)

EM3H TR TRIDONIC 92 1 70 6500 LS 30° FIX WHITE / BLACK / GREY
EM3H TR TRIDONIC 93 1 70 6500 LS 133° FIX WHITE / BLACK / GREY

order description:
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EM3H
EM3H luminaire is designed to provide 

emergency lighting in track systems (e.g. 

GLOBAL Track). The 3H unit can deliver three 

hours of illumination during emergency 

situations and power failures to ensure safe 

and comfortable evacuation and securing of 

affected areas

STANDARD

Mounting Suspended or ceiling surfaced lighting track
system - suitable for GLOBAL Trac

Optical system Lense

Light distribution Direct

Driver Battery: NI-CD  2V/Ah, 3 hours
- protection of battery against overload and 
  discharge, Autotest

Materials Housing: sheet steel

Surface finish White (RAL 9003), Black (RAL 9005),  Grey (RAL 
9006)

Accessories Various types of connections and suspension
equipment (GLOBAL Trac)

Weight 0.9 kg

Service lifetime 50 000 hours / L80 B20 @ 35 °C

Ambient temperature 0 °C / + 35 °C

EEC A++ / A+ / A

duration

3h

years 
warranty5



ELLON RE S 0350 83C LS11 FI EL

Luminous flux tolerance +/- 10%. The Company reserves the right to change any product specifications without prior notification.

RETAIL
DIMENSIONS

MOUNTING

Type mounting

type

modul net lumen 

output 

(at Ta = 25 °C)

power 

consumption

color

rendering 

index

correlated 

color 

temperature

optic control color

(lm / 1m) (W / 1m) CRI (Ra) CCT (K)

ELLON RE SAMSUNG 450 6 80 4000 LS11 (110°) / OPAL FIX ELOX
ELLON RE SAMSUNG 1000 14 80 4000 LS11 (110°) / OPAL FIX ELOX
ELLON RE SAMSUNG 350 18 80 3C (RGB) LS11 (110°) / OPAL FIX ELOX

order description:
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PRELIMINARY

ELLON 
Strip lights make the Ellon luminaire extremely 

versatile. The LED lenses provide for an excellent 

spread of light which can reach the darkest 

corners and thus make it perfect for decorative 

lighting, cove lighting and architectural lighting. 

Give it a go with this long life-time luminaire 

with minimum maintenance required.

STANDARD

Mounting Ceiling recessed
Wall recessed

Optical system LS11 (Lens 110°)
OPAL (Opal diffuser)

Light distribution Direct

Driver Electronic control gear
- FIX (Need accessories) 
- DMX (On request)

Materials Housing: extruded AL

Surface finish Housing: ELOX

Accessories Power supply (On request)

Weight 0.15 kg / 1 m

Service lifetime 50 000 hours / L70 B20 @ 35 °C

Ambient temperature up to + 35 °C

EEC A++ / A+ / A

up to

3050
lm

up to

85 
lm/W

80
Ra

ON REQUEST

years 
warranty5



ADALA SM S 0200 83C CD11 FI EL

Luminous flux tolerance +/- 10%. The Company reserves the right to change any product specifications without prior notification.

RETAIL
DIMENSIONS

MOUNTING

Type mounting

type

modul net lumen 

output 

(at Ta = 25 °C)

power 

consumption

color

rendering 

index

correlated 

color 

temperature

optic control color

(lm / 1m) (W / 1m) CRI (Ra) CCT (K)

ADALA SM SAMSUNG 300 / 350 / 450 6 80 4000 OD11 / OD60 / CD11 FIX ELOX
ADALA SM SAMSUNG 900 / 950 / 1000 14 80 4000 OD11 / OD60 / CD11 FIX ELOX
ADALA SM SAMSUNG 200 / 300 / 18 80 3C (RGB) OD11 / OD60 / CD11 FIX ELOX

order description:
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PRELIMINARY

ADALA 
Adala can reach the dark areas which are 

usually quite difficult to illuminate. Its long life-

time span and simple mounting with minimum 

maintenance required makes it a favourite 

choice for many customers.

STANDARD

up to

3050
lm

up to

84 
lm/W

80
Ra

ON REQUEST

years 
warranty5

Mounting Surface mounted

Optical system OD11 (Opal diffuser 110°) 
OD60 (Opal diffuser 60°)
CD11 (Clear diffuser 110°)

Light distribution Direct

Driver Electronic control gear
- FIX (Need accessories) 
- DMX (On request)

Materials Housing: extruded AL

Surface finish Housing: ELOX

Accessories Power supply (On request)

Weight 0.2 kg / 1 m

Service lifetime 50 000 hours / L70 B20 @ 35 °C

Ambient temperature up to + 35 °C

EEC A++ / A+ / A



FARID SM S 4750 840 OPAL DA WH

Ø 600

Ø 573

105

400

145

 

FARID
4750 lm, 4000 K

DIMENSIONEN

MONTAGE

Luminous flux tolerance +/- 10%. The Company reserves the right to change any product specifications without prior notification.

OFFICE & EDUCATION

Type mounting

type

modul net lumen 

output 

(at Ta = 25 °C)

power 

consumption

color

rendering 

index

correlated 

color 

temperature

optic control color

(lm) (W) CRI (Ra) CCT (K)

FARID SM SAMSUNG 4550 57 80 3000 OPAL FIX / DALI WHITE
FARID SM SAMSUNG 4750 57 80 4000 OPAL FIX / DALI WHITE

order description:

OFFICE & EDUCATIONOFFICE & EDUCATION, RETAIL
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up to

4750
lm/m

up to

83
lm/W

years 
warranty5

Mounting Surface mounted

Optical system Opal diffuser

Light distribution Direct-Indirect

Driver Electronic control gear
- FIX  
- DALI (dimmable 1-100%)

Materials Housing: AL + sheet steel
Diffuser: PMMA

Surface finish White (RAL9003)

Weight 6.2 kg

Service lifetime 50 000 hours / L70 B20 @ 35 °C

Ambient temperature up to + 35 °C

EEC A++ / A+ / A

80
Ra

STANDARD

FARID
Advanced design combined with LED technology 

makes Farid very special. This luminaire directs 

powerful light downwards while ambient light, 

subtly sending light upwards onto the ceiling, 

creates nice atmosphere. 



Ø 600
Ø 400

70

105

FADIL
2350 lm 4000 K

DIMENSIONEN

MONTAGE

FADIL SU S 2350 840 OPAL DA WH

Luminous flux tolerance +/- 10%. The Company reserves the right to change any product specifications without prior notification.

OFFICE & EDUCATIONOFFICE & EDUCATION, RETAIL

Type mounting

type

modul net lumen 

output 

(at Ta = 25 °C)

power 

consumption

color

rendering 

index

correlated 

color 

temperature

optic control color

(lm) (W) CRI (Ra) CCT (K)

FADIL SU SAMSUNG 2250 48 80 3000 OPAL FIX / DALI WHITE
FADIL SU SAMSUNG 2350 48 80 4000 OPAL FIX / DALI WHITE

order description:



20

up to

2350
lm/m

up to

49
lm/W

years 
warranty5

FADIL
Fadil’s elegant design in combination with 

suspended mounting brings additional value to 

any interior. Equipped with LED technology, it 

provides for good light quality and great visual 

comfort. 

Mounting Suspended

Optical system Opal diffuser

Light distribution Direct

Driver Electronic control gear
- FIX  
- DALI (dimmable 1-100%)

Materials Housing: AL + sheet steel
Diffuser: PMMA

Surface finish White (RAL9003)

Accessories Rope suspension (included)

Weight 4.3 kg

Service lifetime 50 000 hours / L70 B20 @ 35 °C

Ambient temperature up to + 35 °C

EEC A++ / A+ / A

80
Ra

STANDARD
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Luminous flux tolerance +/- 10%. The Company reserves the right to change any product specifications without prior notification.

MOUNTING

Type net lumen output 

(at Ta = 25 °C)

power consumption color rendering 

index

correlated color 

temperature

weight

(lm) (W) CRI (Ra) CCT (K) kg

FREYN II PV1/PR1 2800 26 80 3000 3.1

FREYN II PV1/PR1 3050 26 80 4000 3.1
FREYN II PV1/PR1 3900 36 80 3000 3.1
FREYN II PV1/PR1 4250 36 80 4000 3.1
FREYN II PV4/PR4 2800 26 80 3000 3.3
FREYN II PV4/PR4 3050 26 80 4000 3.3
FREYN II PV4/PR4 3900 36 80 3000 3.3
FREYN II PV4/PR4 4250 36 80 4000 3.3

OFFICE & EDUCATION



20 40

PV4

PV1

up to

4250
lm

up to

118
lm/W

FREYN II
Freyn II offers one of the best lux to price 

ratios along with excellent efficacies. This LED 

luminaire is typical for its powerful yet low-

glare and with full controllability, it ensures 

visual comfort and offers additional energy-

saving potential.

STANDARD

ON REQUEST

80
Ra

Mounting Ceiling recessed 

Optical system Diffuser

Light distribution Direct

Driver Electronic control gear
- FIX  
- DALI (dimmable 10-100%)
- 1-10V

Materials Housing: sheet steel
Diffuser: PMMA

Surface finish White (RAL9003)

Accessories On request:
Frame PB1 / Trimless frame PB1

Weight 3.1 / 3.3 kg

Service lifetime 50 000 hours / L80 B20 @ 35 °C

Ambient temperature - 20 °C / + 35 °C

EEC A++ / A+ / A

years 
warranty5

Frame PB1
(On request)

Trimless frame PB1
(On request)



C0.0-C180.0 C90.0-C270.0

9090

75

60

45

30 15 0 15 30

45

60

75

200

300

500

 cd/klm 

PR1

PV4

PR4

PV1

PV (ceiling 600 x 600)
PR (ceiling 625 x 625)

91
9

571

595

595

573

1181

1195

283

295

1181

1245

283

310

91
9

622

571

622

573

GACRUX MICROPRISMA
3900 lm 4000 K

91
91

9
9

Luminous fl ux tolerance +/- 10%. The Company reserves the right to change any product specifi cations without prior notifi cation.

MOUNTING

Type optical system

DIFFUSER

net lumen output 

(at Ta = 25 °C)

power 

consumption

color rendering 

index

correlated color 

temperature

weight

Microprisma Opal (lm) (W) CRI (Ra) CCT (K) kg

GACRUX PV1/PR1 • - 3650 36 >80 3000 6.3

GACRUX PV1/PR1 • - 3900 36 >80 4000 6.3
GACRUX PV1/PR1 - • 3300 36 >80 3000 6.3
GACRUX PV1/PR1 - • 3550 36 >80 4000 6.3
GACRUX PV4/PR4 • - 4000 38 >80 3000 7.3
GACRUX PV4/PR4 • - 4200 38 >80 4000 7.3
GACRUX PV4/PR4 - • 3750 38 >80 3000 7.3
GACRUX PV4/PR4 - • 3950 38 >80 4000 7.3

OFFICE & EDUCATION
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PV4

PV1

up to

4200
lm

up to

110
lm/W

>80
Ra

GACRUX
Gacrux is an effective and reliable low-glare 

luminaire with simple and timeless design. As 

it comes in a wide range of lumen packages 

and mounting options, it is known as one of 

the best large-scale, comfortable, effi cient and 

safe lighting solutions.

STANDARD

ON REQUEST

Mounting Ceiling recessed 

Optical system Diffuser (OPAL / MICROPRISMA)

Light distribution Direct

Driver Electronic control gear
- FIX  
- DALI (dimmable 1-100%)

Materials Housing: sheet steel
Frame: extruded AL profi le
Diffuser: opal PMMA + PMMA Diamond 
microprisma

Surface fi nish White (RAL 9003)
Other colours on request

Accessories Mounting bracket 
On request: 
Frame PB1 / Trimless frame PB1

Weight 6.3 kg

Service lifetime 50 000 hours / L80 B10 @ 35 °C

Ambient temperature up to + 35 °C

EEC A++ / A+ / A

years 
warranty5

Frame PB1
(On request)

Trimless frame PB1
(On request)



EDYN
     lm 4000 K

EDYN4 PV S        840 OPAL DA WH

Luminous flux tolerance +/- 10%. The Company reserves the right to change any product specifications without prior notification.

MOUNTING

OFFICE & EDUCATION

Type mounting

type

modul net lumen 

output 

(at Ta = 25 °C)

power 

consumption

color

rendering 

index

correlated 

color 

temperature

optic control color

(lm) (W) CRI (Ra) CCT (K)

EDYN1 PV / PR SAMSUNG          80 3000 OPAL FIX / DALI WHITE
EDYN1 PV / PR SAMSUNG         80 4000 OPAL FIX / DALI WHITE
EDYN4 PV / PR SAMSUNG         80 3000 OPAL FIX / DALI WHITE
EDYN4 PV / PR SAMSUNG         80 4000 OPAL FIX / DALI WHITE

order description:



20 40

EDYN4

EDYN1

PRELIMINARY

EDYN
This luminaire is an effective and reliable low-

glare light fixture with simple and timeless 

design.  As a source of powerful and stable 

illumination, it is an ideal solution for offices 

and other indoor areas which require visually 

comfortable lighting atmosphere. 

STANDARD

Mounting Ceiling recessed 

Optical system Diffuser (OPAL)

Light distribution Direct

Driver Electronic control gear
- FIX
- DALI (dimmable 1-100%)

Materials Housing: sheet steel
Frame: extruded AL profile
Diffuser: opal PMMA 

Surface finish White (RAL 9003)

Accessories Mounting bracket 
On request: 
Frame PB1 / Trimless frame PB1

Weight     kg

Service lifetime 50 000 hours / L   B   @ 35 °C

Ambient temperature up to + 35 °C

EEC A++ / A+ / A

up to

    
lm

up to

    
lm/W

80
Ra

years 
warranty5

Frame PB1
(On request)

Trimless frame PB1
(On request)



PV1

PV (ceiling 600 x 600)

91
9

571

595

595

573

HAMO Pi-LED

HAMO Pi-LED PV L        9PI OPAL DA WH

HAMO Pi-LED PV1 LUMITECH          90 PI (2500-7000) OPAL DALI WHITE
HAMO Pi-LED PV1 LUMITECH         90 PI (2500-7000) OPAL DALI WHITE

Luminous flux tolerance +/- 10%. The Company reserves the right to change any product specifications without prior notification.

MOUNTING

OFFICE & EDUCATION

Type mounting

type

modul net lumen 

output 

(at Ta = 25 °C)

power 

consumption

color

rendering 

index

correlated 

color 

temperature

optic control color

(lm) (W) CRI (Ra) CCT (K)

order description:



20 40

PRELIMINARY

DA L I  DT 8

up to

    
lm

up to

    
lm/W

90
Ra

HAMO Pi-LED
Square panel with Pi-LED is a promise of 

unique lighting experience. Like other Pi-LEDs, 

this luminaire combines tunable white with 

RGB on the large light emitting surface. This 

model has also an opal diffuser which reduces 

glare, maximises visual comfort and thus 

belongs to one of the top solutions for creating 

comfortable ambiance in any area. 

STANDARD

Mounting Ceiling recessed 

Optical system Diffuser (OPAL)

Light distribution Direct

Driver Dimmable electronic control gear DALI DT8

Materials Housing: sheet steel
Frame: extruded AL profile
Diffuser: opal PMMA 

Surface finish White (RAL 9003)

Accessories Mounting bracket 
On request: 
Frame PB1 / Trimless frame PB1

Weight 6.3 kg

Service lifetime 50 000 hours / L   B   @ 35 °C

Ambient temperature up to + 35 °C

EEC A++ / A+ / A

Frame PB1
(On request)

Trimless frame PB1
(On request)

control system 

REQUIRED 

years 
warranty5

AUF ANFRAGE
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FELYN 
4300 lm 4000 K

FELYN PV S 4300 840 ODPL DA WH

589

622

10

PR

Luminous fl ux tolerance +/- 10%. The Company reserves the right to change any product specifi cations without prior notifi cation.

MOUNTING

OFFICE & EDUCATION

Type mounting

type

modul net lumen 

output 

(at Ta = 25 °C)

power 

consumption

color

rendering 

index

correlated 

color 

temperature

optic control color

(lm) (W) CRI (Ra) CCT (K)

FELYN PV / PB / PR SAMSUNG  4100 42 80 3000 OD+PL FIX / DALI WHITE
FELYN PV / PB / PR SAMSUNG  4300 42 80 4000 OD+PL FIX / DALI WHITE

order description:



20

PV PR

years 
warranty5

up to

4300
lm

up to

102
lm/W

80
Ra

FELYN
Luminaire with special diffuser and louvre 

hybrid optics adds a twist to classic lighting 

solutions for larger indoor areas. It supplies 

uniform and comfortable lighting that 

ensures better contrast and at the same time 

illuminates ceilings and walls, which has a 

benefi cial psychological effect and fulfi lls LG7 

recommendations.

STANDARD

Mounting Ceiling recessed 

Optical system OD (Opal diffuser) and PL (Parabolic louvre)

Light distribution Direct

Driver Electronic control gear
- FIX  
- DALI (dimmable 1-100%)

Materials Housing: sheet steel
Diffuser: vacuum moulded opal polycarbonate
Parabolic louvre: anodised polished AL

Surface fi nish White (RAL 9003)

Accessories On request:
Mounting brackets
Safety wire
Frame PB1 / Trimless frame PB1

Weight 7.1 kg

Service lifetime 50 000 hours / L80 B10 @ 35 °C

Ambient temperature up to + 35 °C

EEC A++ / A+ / A

Frame PB1
(On request)

Trimless frame PB1
(On request)
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10 / 12.5 / 15 / 18 mm

SNAPPY 1m
2450 lm 4000 K

SNAPPY 2.0 ND S 5100 840 OPAL DA EL

Luminous fl ux tolerance +/- 10%. The Company reserves the right to change any product specifi cations without prior notifi cation.

DIMENSIONS

MOUNTING

OFFICE & EDUCATION

Type mounting

type

modul net lumen 

output 

(at Ta = 25 °C)

power 

consumption

color

rendering 

index

correlated 

color 

temperature

optic control color

(lm) (W) CRI (Ra) CCT (K)

SNAPPY COR ND SAMSUNG 1800 21 80 3000 OPAL FIX / DALI ELOX
SNAPPY COR ND SAMSUNG 1900 21 80 4000 OPAL FIX / DALI ELOX
SNAPPY 1.0 ND SAMSUNG 2350 29 80 3000 OPAL FIX / DALI ELOX
SNAPPY 1.0 ND SAMSUNG 2450 29 80 4000 OPAL FIX / DALI ELOX
SNAPPY 2.0 ND SAMSUNG 4900 58 80 3000 OPAL FIX / DALI ELOX
SNAPPY 2.0 ND SAMSUNG 5100 58 80 4000 OPAL FIX / DALI ELOX

order description:
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up to

5100
lm

up to

90
lm/W

80
Ra

STANDARD

SNAPPY
Snappy luminaire is extremely adaptable to 

indoor areas. You will fi nd it especially useful 

when you need to create a complex lighting 

system which need to overcome barriers 

of all kinds; for example architectural traps 

like suspended ceiling or extra corners. The 

luminaire is available in several sizes to ensure a 

perfect fi t with your expectations.

SUSPENDED VERSION

TRIMLESS 
RECESSED VERSION

SNAPPY CORNER

END CAP 
SUS / SUR

TRIMLESS
END CAP

SURFACED 
VERSION

Mounting Recessed / Surface mounted / Suspended  
determined for continuous installation
(need accessories)

Optical system Opal diffuser

Light distribution Direct 

Driver Electronic control gear, Through wiring
- FIX  
- DALI (dimmable 1-100%)

Materials Housing: natural anodised extruded aluminum
Diffuser: opal polycarbonate
End caps: AL
Holders and connection pieces: galvanised sheet steel
Fixing accessories: galvanised sheet steel

Surface fi nish Anodized aliminium (ELOX)

Accessories On request: 
Recessed version: Connection pieces, Trimless end  
cap, Trimless mounting brackets
Surfaced version: End cap, Mounting bracket
Suspended version: End cap, Bracket with 
suspension W / WO plastic cover, Rope 
suspension 51/52 (see accessories)

Weight: SNAPPY COR: 2,4 Kg
SNAPPY 1.0: 2,9 Kg, SNAPPY 2.0: 5,2 Kg

Service lifetime 50 000 hours / L80 B20 @ 35 °C

Ambient temperature - 20 °C / + 35 °C

EEC A++ / A+ / A

years 
warranty5
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LAMBDA L  
3250 lm 3000 K

M

L

Luminous fl ux tolerance +/- 10%. The Company reserves the right to change any product specifi cations without prior notifi cation.

MOUNTING

Type net lumen output 

(at Ta = 25 °C)

power 

consumption

color rendering 

index

correlated color 

temperature

weight

(lm) (W) CRI (Ra) CCT (K) kg
SUSPENDED            SURFACED

LAMBDA M SUSPENDED/SURFACED 2500 28 80 3000 3.3 3.3

LAMBDA M SUSPENDED/SURFACED 2600 28 80 4000 3.3 3.3
LAMBDA M SUSPENDED/SURFACED 4050 46 80 3000 3.3 3.3
LAMBDA M SUSPENDED/SURFACED 4250 46 80  4000 3.3 3.3
LAMBDA L SUSPENDED/SURFACED 3250 34 80 3000 3.9 3.4
LAMBDA L SUSPENDED/SURFACED 3400 34 80 4000 3.9 3.4
LAMBDA L SUSPENDED/SURFACED 5250 60 80 3000 3.9 3.4
LAMBDA L SUSPENDED/SURFACED 5500 60 80  4000 3.9 3.4

DIMENSIONS

OFFICE & EDUCATION
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THROUGH WIRING

STANDARD

ON REQUEST

up to

5500
lm

up to

93
lm/W

80
Ra

LAMBDA
SUSPENDED / SURFACED

Modern and effective version of simple and time-

proven classic, that’s the basic characteristics of 

Lambda luminaire. Depending on application 

you need to illuminate, you will surely fi nd the 

optimal solution among several optical systems 

and mounting options available.

Mounting Ceiling surfaced or suspended

Optical system Parabolic louvre (polished AL)

Light distribution Direct

Driver Electronic control gear
On request:
Dimmable electronic control gear DALI (1-100%)
Through wiring

Materials Housing: sheet steel
Parabolic louvre: polished AL

Surface fi nish Housing: white (RAL 9003)
Other colours on request

Accessories On request:
Rope suspension 038 (see accessories)

Service lifetime 50 000 hours / L80 B   @    °C

Ambient temperature up to + 35 °C

EEC A++ / A+ / A

years 
warranty5

SUSPENDED SURFACED



DARION L 50W 6050lm

DARION L 50W 6350lm

DARION M 44W 
5350lm

DARION M 44W 
5600lm

6
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1260

DARION L SU S 6350 840 PRIS DA WH

Luminous fl ux tolerance +/- 10%. The Company reserves the right to change any product specifi cations without prior notifi cation.

DIMENSIONS

MOUNTING

Type mounting

type

modul net lumen 

output 

(at Ta = 25 °C)

power 

consumption

color

rendering 

index

correlated 

color 

temperature

optic control color

(lm) (W) CRI (Ra) CCT (K)

DARION M SU SAMSUNG 5350 44 80 3000 PRIS FIX / DALI WHITE
DARION M SU SAMSUNG 5600 44 80 4000 PRIS FIX / DALI WHITE
DARION L SU SAMSUNG 6050 50 80 3000 PRIS FIX / DALI WHITE
DARION L SU SAMSUNG 6350 50 80 4000 PRIS FIX / DALI WHITE

order description:

OFFICE & EDUCATION



20

DARION
Darion luminaire has design with clean lines. As 

it offers visual comfort for office applications, it 

is possible to choose from several customisable 

features.

STANDARD

Mounting Suspended

Optical system Microprismatic diffuser

Light distribution Direct-indirect

Driver Electronic control gear FIX/DALI
Emergency unit variant (3H)
External lead-in flexible cable

Materials Housing: sheet steel
Diffuser: PMMA
Rope suspension

Surface finish Housing: white RAL 9003 
Other on request

Accessories Including:
Rope suspension 038 (see accessories)

Weight M: 4.7 kg
L:  5.4 kg

Service lifetime 50 000 hours / L80 B20 @ 35 °C

Ambient temperature - 20 °C / + 40 °C
0 °C / + 40 °C (EMERGENCY)

EEC A++ / A+ / A

EMERGENCY SENSORPULL SWITCH

up to

6350
lm

up to

127
lm/W

80
Ra

years 
warranty5

ON REQUEST
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DARION ASYM 
2150 lm 3000 K

DARION ASYM SU S 2200 840 MRAS DA WH

Luminous fl ux tolerance +/- 10%. The Company reserves the right to change any product specifi cations without prior notifi cation.

DIMENSIONS

MOUNTING

Type mounting

type

modul net lumen 

output 

(at Ta = 25 °C)

power 

consumption

color

rendering 

index

correlated 

color 

temperature

optic control color

(lm) (W) CRI (Ra) CCT (K)

DARION ASYM SU SAMSUNG 2150 21 80 3000 MRAS FIX / DALI WHITE
DARION ASYM SU SAMSUNG 2200 21 80 4000 MRAS FIX / DALI WHITE

order description:

EDUCATION
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PRELIMINARY

DARION 
ASYM
Darion  Asym is a luminaire applicable to a wide 

range of environments. Its technical properties 

allow you to shed low-glare, soft, very uniform 

and effi cient light on key areas like wall features, 

blackboards and whiteboards.

STANDARD

Mounting Suspended 

Optical system Matt asymmetric refl ector

Light distribution Direct

Driver Electronic control gear
- FIX  
- DALI (dimmable 1-100%)

Materials Housing: sheet steel

Surface fi nish White (RAL 9003)

Accessories Including:
Rope suspension 038 (see accessories)

Weight 5.4 kg

Service lifetime 50 000 hours / L80 B10 @ 30 °C

Ambient temperature - 20 °C / + 30 °C

EEC A++ / A+ / A

up to

2200
lm

up to

104
lm/W

80
Ra

years 
warranty5
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CAYLA
5500 lm 4000 K

CAYLA SU S 5450 8CW MPMR DA WH

Luminous fl ux tolerance +/- 10%. The Company reserves the right to change any product specifi cations without prior notifi cation.

DIMENSIONS

MOUNTING

OFFICE & EDUCATION

Type mounting

type

modul net lumen 

output 

(at Ta = 25 °C)

power 

consumption

color

rendering 

index

correlated 

color 

temperature

optic control color

(lm) (W) CRI (Ra) CCT (K)

CAYLA SU SAMSUNG 5300 68 80 3000 MP+MR FIX / DALI WHITE
CAYLA SU SAMSUNG 5500 68 80 4000 MP+MR FIX / DALI WHITE
CAYLA SU SAMSUNG 5450 68 80 CW (6500+3000) MP+MR FIX / DALI WHITE

order description:



40

up to

5500
lm/m

up to

81
lm/W

80
Ra

STANDARD

CAYLA
Cayla is an excellent example of innovation 

in human centric luminaire design. Its LED 

produces 25% of fl ux as softly diffused indirect 

light at a physiologically effective angle and 

remaining 75 % of output is low-glare and 

highly uniform direct light that ensures visual 

comfort. Instead of having patterns on the 

ceiling you achieve a great uniformity in the 

space.

Mounting Suspended

Optical system Indirect part: MP (microprisma)
Direct part: MP (microprisma) + MR (micro refl ector)

Light distribution Direct-indirect

Driver Electronic control gear
- FIX  
- DALI (dimmable 1-100%)

Materials Housing: extruded + die cast AL
Indirect part: microlinear frost PMMA
Direct part: microprismatic PMMA + metalised PC

Surface fi nish Housing: white (RAL 9003)

Accessories Rope suspension 03 included (see accessories)

Weight 11.4 kg

Service lifetime 50 000 hours / L70 B10 @ 30 °C

Ambient temperature up to + 35 °C

EEC A++ / A+ / A

years 
warranty5
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500

35
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114

HILA
     lm 3000 K

HILA SU S        830        DA WH

Luminous fl ux tolerance +/- 10%. The Company reserves the right to change any product specifi cations without prior notifi cation.

Type mounting

type

modul net lumen 

output 

(at Ta = 25 °C)

power 

consumption

color

rendering 

index

correlated 

color 

temperature

optic control color

(lm) (W) CRI (Ra) CCT (K)

HILA SU SAMSUNG       80 3000      FIX / DALI WHITE
HILA SU SAMSUNG       80 4000      FIX / DALI WHITE

order description:

DIMENSIONS

MOUNTING

OFFICE & EDUCATION
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PRELIMINARY

up to

    
lm

up to

  
lm/W

80
Ra

years 
warranty5

HILA
Hila prides itself on award-winning design and 

clever LED technology combined with flawlessly 

streamline aesthetic. Once you choose to try 

HILA in your office, you will immediately fall 

in love with visual and psychological comfort 

brought by its softly diffused direct and indirect 

illumination.

STANDARD

Mounting Suspended 

Optical system Diffuser MICROPRISMA

Light distribution Direct-indirect

Wiring Electronic control gear
- FIX  
- DALI (dimmable 1-100%)

Materials Housing: AL
Diffuser: diamond microprismatic PMMA

Surface finish Housing: white (RAL 9003)
Other colour on request

Accessories Rope suspension 03 included (see accessories)

Weight 4.2 kg

Service lifetime 50 000 hours / L   B  

Ambient temperature up to + 35 °C

EEC A++ / A+ / A



Luminaire classification according to CIE: 74 Luminous emittance 1: 

BREAN
     lm 3000 K

BREAN SU S 7100 840 PRIS DA WH

42

Luminous flux tolerance +/- 10%. The Company reserves the right to change any product specifications without prior notification.

BREAN M

BREAN L

OFFICE & EDUCATION

Type mounting

type

modul net lumen 

output 

(at Ta = 25 °C)

power 

consumption

color

rendering 

index

correlated 

color 

temperature

optic control color

(lm) (W) CRI (Ra) CCT (K)

BREAN M SU SAMSUNG 3950 35 80 3000 PRISMA FIX / DALI WHITE
BREAN M SU SAMSUNG 4150 35 80 4000 PRISMA FIX / DALI WHITE
BREAN M SU SAMSUNG 4750 42 80 3000 PRISMA FIX / DALI WHITE
BREAN M SU SAMSUNG 5000 42 80 4000 PRISMA FIX / DALI WHITE
BREAN M SU SAMSUNG 6300 58 80 3000 PRISMA FIX / DALI WHITE
BREAN M SU SAMSUNG 6650 58 80 4000 PRISMA FIX / DALI WHITE
BREAN L SU SAMSUNG 3950 35 80 3000 PRISMA FIX / DALI WHITE
BREAN L SU SAMSUNG 4150 35 80 4000 PRISMA FIX / DALI WHITE
BREAN L SU SAMSUNG 4750 42 80 3000 PRISMA FIX / DALI WHITE
BREAN L SU SAMSUNG 5000 42 80 4000 PRISMA FIX / DALI WHITE
BREAN L SU SAMSUNG 6700 62 80 3000 PRISMA FIX / DALI WHITE
BREAN L SU SAMSUNG 7100 62 80 4000 PRISMA FIX / DALI WHITE

order description:

3
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PRELIMINARY

STANDARD

BREAN
The light-conducting optical area of the 

Brean luminaire is illuminated with the edge-

lighting principle which provides direct light 

distribution. Indirect light distribution is 

provided by backlighting. The elegant design of 

the luminaire will be a perfect fit with interior 

design of any office. 

Mounting Suspended

Optical system Prismatic difuser

Light distribution Direct-indirect

Driver Electronic control gear
- FIX  
- DALI (dimmable 1-100%)

Materials Housing: AL + PMMA
Diffuser:     

Surface finish White (RAL9003)

Accessories Included:
Rope suspension 038 (see accessories)

Weight    kg

Service lifetime 50 000 hours / L80 B10 @ 35 °C

Ambient temperature up to + 35 °C

EEC A++ / A+ / A

up to

7100 
lm/m

80
Ra

up to

119
lm/W

years 
warranty5



PARTH
3900 lm 4000 K

PARTH L SM S 5950 840 PRIS DA WH

596

470
S

1196

1000
M

1496

1300
L

100

150

200

250

300

C0.0-C180.0 C90.0-C270.0

9090

75

60

45

30 15 0 15 30

45

60

75

 cd/klm 

LOR = 100%
lower flux fr
upper flux fr
UGR 

172

5
7

Luminous fl ux tolerance +/- 10%. The Company reserves the right to change any product specifi cations without prior notifi cation.

DIMENSIONS

MOUNTING

OFFICE & EDUCATION

Type mounting

type

modul net lumen 

output 

(at Ta = 25 °C)

power 

consumption

color

rendering 

index

correlated 

color 

temperature

optic control color

(lm) (W) CRI (Ra) CCT (K)

PARTH S SM SAMSUNG 1950 19 80 3000 PRISMA FIX / DALI WHITE
PARTH S SM SAMSUNG 2050 19 80 4000 PRISMA FIX / DALI WHITE
PARTH M SM SAMSUNG 3900 35 80 3000 PRISMA FIX / DALI WHITE
PARTH M SM SAMSUNG 4100 35 80 4000 PRISMA FIX / DALI WHITE
PARTH L SM SAMSUNG 5650 50 80 3000 PRISMA FIX / DALI WHITE
PARTH L SM SAMSUNG 5950 50 80 4000 PRISMA FIX / DALI WHITE

order description:



44

years 
warranty5

up to

5950
lm/m

up to

119
lm/W

STANDARD

PARTH
Parth luminaire is a wise choice for areas 

which require solid illumination with low 

energy consumption.  Whether it is a small 

offi ce, a huge garage or a dusty warehouse, 

this revolutionary luminaire is a satisfactory 

versatile solution. 

Mounting Surfaced mounted

Optical system Prismatic diffuser + opal foil

Light distribution Direct

Driver Electronic control gear
- FIX  
- DALI (dimmable 1-100%)

Materials Diffuser: PC
End caps: white PC + sheet steel
Housing: sheet steel

Weight S: 1.7 kg
M: 2.6 kg
L: 3.2 kg

Service lifetime 50 000 hours / L80 B10 @ 35 °C

Ambient temperature - 20 °C / + 35 °C

EEC A++ / A+ / A

80
Ra



AMIAS
     lm 3000 K

AMIAS SU T        940        DA WH

Luminous flux tolerance +/- 10%. The Company reserves the right to change any product specifications without prior notification.

DIMENSIONS

MOUNTING

REAIL ,GASTRO & HOTEL,   OFFICE & EDUCATION

Type mounting

type

modul net lumen 

output 

(at Ta = 25 °C)

power 

consumption

color

rendering 

index

correlated 

color 

temperature

optic control color

(lm) (W) CRI (Ra) CCT (K)

AMIAS SU TRIDONIC         90 3000     FIX / DALI WHITE / BLACK
AMIAS SU TRIDONIC         90 4000     FIX / DALI WHITE / BLACK

order description:
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PRELIMINARY

STANDARD

AMIAS
Fine shape of suspended Amias luminaire will 

add an extra touch of stylish atmosphere to 

any interior design. Not only is it a fashionable 

decoration, it also offers both powerful 

illumination for large areas and spotlight on the 

most important items if necessary.

up to

    
lm/m

90
Ra

up to

  
lm/W

years 
warranty5

Mounting Suspended

Optical system Reflector

Light distribution Direct

Driver TRIDONIC with thermal protection
- FIX  
- DALI (dimmable 1-100%)

Materials Housing: AL die cast
Reflector: sheet steel

Surface finish Housing: white (RAL 9003), black (RAL 9005)

Weight     

Service lifetime 50 000 hours, L80 / B10

Ambient temperature 0 °C / + 35 °C

EEC A++ / A+ / A



GHADA SU S 26000 840      DA WH

6
55

7
7,5

420

Luminous flux tolerance +/- 10%. The Company reserves the right to change any product specifications without prior notification.

INDUSTRY

order description:

Type mounting

type

modul net lumen 

output 

(at Ta = 25 °C)

power 

consumption

color

rendering 

index

correlated 

color 

temperature

optic control color

(lm) (W) CRI (Ra) CCT (K)

GHADA SU / SM SAMSUNG 19000   80 4000   FIX / DALI BLACK
GHADA SU / SM SAMSUNG 26000   80 4000   FIX / DALI BLACK

DIMENSIONS

MOUNTING



65

PRELIMINARY

GHADA
A definitive LED industrial luminaire with 

impressive parameters that can resist tough 

weather conditions. With its lifetime of up 

to 100,000 hours, reliable operability at high 

temperatures, a wide range of lumen outputs, 

excellent efficacies, and high IP and IK ratings, 

you will soon see the real value of this powerful 

luminaire. 

STANDARD

up to

26000
lm

up to

   
lm/W

80
Ra

high IP
protection

Mounting Ceiling surfaced or suspended 

Optical system Reflector

Light distribution Direct

Driver Electronic control gear
- FIX  
- DALI (dimmable 1-100%)

Materials Housing: die cast AL
Lenses: PMMA
Cover: clear hardened glass

Surface finish Black (RAL 9005)

Weight    kg

Service lifetime 100 000 hours / L70 B20 @ 40°C

Ambient temperature - 35 °C / + 50 °C

EEC A++ / A+ / A

throw 
ball 

certification

years 
warranty5



6
55

7
7,5

420

GHADA RF SU S 26000 840      DA WH

Luminous flux tolerance +/- 10%. The Company reserves the right to change any product specifications without prior notification.

INDUSTRY

order description:

Type mounting

type

modul net lumen 

output 

(at Ta = 25 °C)

power 

consumption

color

rendering 

index

correlated 

color 

temperature

optic control color

(lm) (W) CRI (Ra) CCT (K)

GHADA RF SU / SM SAMSUNG 19000   80 4000   FIX / DALI BLACK
GHADA RF SU / SM SAMSUNG 26000   80 4000   FIX / DALI BLACK

DIMENSIONS

MOUNTING
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PRELIMINARY

GHADA RF
Ghada RF belongs to the series of powerful 

Ghada luminaires which are known for their 

great technical parameters. However, Ghada 

RF is a step ahead with its management system 

which is a very practical way of making your life 

easier especially when it comes to illumination 

of huge industrial buildings. 

STANDARD

up to

26000
lm

up to

   
lm/W

80
Ra

high IP
protection

throw 
ball 

certification

years 
warranty5

Mounting Ceiling surfaced or suspended 

Optical system Reflector

Light distribution Direct

Driver Electronic control gear
- FIX  
- DALI (dimmable 1-100%)

Materials Housing: die cast AL
Lenses: PMMA
Cover: clear hardened glass

Surface finish Black (RAL 9005)

Weight    kg

Service lifetime 100 000 hours / L70 B20 @ 40°C

Ambient temperature - 35 °C / + 50 °C

EEC A++ / A+ / A



ONDOR SM S            840      DA WH

Luminous flux tolerance +/- 10%. The Company reserves the right to change any product specifications without prior notification.

INDUSTRY

order description:

Type mounting

type

modul net lumen 

output 

(at Ta = 25 °C)

power 

consumption

color

rendering 

index

correlated 

color 

temperature

optic control color

(lm) (W) CRI (Ra) CCT (K)

ONDOR SM SAMSUNG    80 4000   FIX / DALI BLACK
ONDOR SM SAMSUNG    80 4000   FIX / DALI BLACK

DIMENSIONS

MOUNTING
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PRELIMINARY

ONDOR
Ondor is a LED industrial luminaire composed 

of four joint panels with impressive parameters. 

Lifetime of up to 100,000 hours, reliable 

operation at high temperatures, wide range of 

lumen outputs, excellent efficacies, and high IP 

and IK ratings are just some of the highlights of 

this extremely efficient lighting unit.

STANDARD

up to

 
lm

up to

   
lm/W

80
Ra

high IP
protection

Mounting Surface mounted

Optical system Reflector

Light distribution Direct

Driver Electronic control gear
- FIX  
- DALI (dimmable 1-100%)

Materials Housing: die cast AL

Surface finish Black (RAL 9005)

Weight    kg

Service lifetime 100 000 hours / L70 B20 @ 40°C

Ambient temperature - 35 °C / + 50 °C

EEC A++ / A+ / A

throw 
ball 

certification

years 
warranty5



TORNADO M

TORNADO L

1270

918

10
0

100

TORNADO WIDE
5100 lm 4000 K

TORNADO
5650 lm 4000 K

1570

1220

10
0

100

Luminous flux tolerance +/- 10%. The Company reserves the right to change any product specifications without prior notification.

Type net lumen output 

(at Ta = 25 °C)

power consumption color rendering index correlated color 

temperature

weight

(lm) (W) CRI (Ra) CCT (K) kg

TORNADO WIDE M 2900 27 80 3000 2.2

TORNADO WIDE M 3050 27 80 4000 2.2
TORNADO WIDE M 3900 36 80 3000 2.2
TORNADO WIDE M 4050 36 80 4000 2.2
TORNADO WIDE M 5500 51 80 3000 2.2
TORNADO WIDE M 5800 51 80 4000 2.2
TORNADO WIDE L 3900 36 80 3000 2.7
TORNADO WIDE L 4050 36 80 4000 2.7
TORNADO M 2950 27 80 3000 2.0
TORNADO M 3100 27 80 4000 2.0
TORNADO M 3950 36 80 3000 2.0
TORNADO M 4100 36 80 4000 2.0
TORNADO M 5600 51 80 3000 2.0
TORNADO M 5800 51 80 4000 2.0
TORNADO L 3950 36 80 3000 2.5

TORNADO L 4100 36 80 4000 2.5

INDUSTRY

MOUNTING



65 09

up to

5800
lm

up to

114
lm/W

80
Ra

TORNADO
This industrial classic is as simple as it is 

reliable. High efficacies and various electrical 

options make this hard working LED luminaire 

ideal for any area of application where visual 

comfort and performance is needed without 

compromise.

STANDARD

ON REQUEST

Mounting Suspended, Ceiling surfaced, Wall mounted

Optical system Diffuser

Light distribution Direct

Driver Electronic control gear FIX / DALI (ECG / EDA)
Through wiring (three options of phase connection 
- L1 / L2 / L3)

Materials Clips: PC
Diffuser: transparent injected PC + opal foil
Installation plate: sheet steel
Housing: grey injected polycarbonate

Surface finish Installation plate: White (RAL 9003)

Accessories On request: 
Rope suspension 020 (see accessories)
Wieland gesis RST 20i5

Service lifetime 50 000 hours / L80 B10 @ 35 °C

Ambient temperature - 20 °C / + 35 °C

EEC A++ / A+ / A

years 
warranty5



255

Ø 60

255

70

C0.0-C180.0 C90.0-C270.0

9090

75

60

45

30 15 0 15 30

45

60

75

200

400

C0.0-C180.0 C90.0-C270.0

9090

75

60

45

30 15 0 15 30

45

60

75

200

400

C0.0-C180.0 C90.0-C270.0

9090

75

60

45

30 15 0 15 30

45

60

75

500

300

200

DOROS T6 O 8800 740 LS01 DA GR
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DOROS T6 OSRAM 2650 25 - 26 70 4000 LS01 FIX / DALI / B1 GREY
DOROS T6 OSRAM 3550 33 - 34 70 4000 LS01 FIX / DALI / B1 GREY
DOROS T6 OSRAM 4450 41 - 43 70 4000 LS01 FIX / DALI / B1 GREY
DOROS T6 OSRAM 5350 49 - 51 70 4000 LS01 FIX / DALI / B1 GREY
DOROS T6 OSRAM 6300 57 - 61 70 4000 LS01 FIX / DALI / B1 GREY
DOROS T6 OSRAM 8100 73 - 82 70 4000 LS01 FIX / DALI / B1 GREY

Luminous fl ux tolerance +/- 10%. The Company reserves the right to change any product specifi cations without prior notifi cation.

DIMENSIONS

LS01 - Standard LS04 - On request

LS05 - On request LS12 - On request

STREET

 order description:

Type mounting

type

modul net lumen 

output 

(at Ta = 25 °C)

power 

consumption

color

rendering 

index

correlated 

color 

temperature

optic control color

(lm) (W) CRI (Ra) CCT (K)



65 08B1

up to

8900
lm

up to

110
lm/W

DOROS
A highly flexible residential and urban luminaire 

that uses LED lens optics with a variety of 

distributions. Controllable, efficient, reliable 

and with a simple and timeless aesthetic, this 

luminaire sets future trends for public lighting.

STANDARD

Mounting T6 - Pole top and side entry installation Ø 60 mm

Optical system Lenses:  LS01 - Standard
             LS04, LS05, LS12 - On request

Light distribution Direct

Driver Electronic control gear with constant lumen output
- FIX  
- DALI (dimmable 1-100%)
- B1 (The Basic 01 function executes the dimming
schedule based on a virtual clock)
ON - 23:00 100 %
23:00 - 4:00 50 %
4:00 - OFF 100 %

Materials Housing: die cast AL
Cover: hardened transparent glass
Frame: sheet steel
Tiltable spigot: die cast AL

Surface finish Housing: grey RAL 9006

Weight 7.6 - 8.2 kg

Service lifetime 100 000 hours / L80 B10 @ 35 °C

Ambient temperature - 35 °C / + 40 °C

EEC A++ / A+ / A

years 
warranty5

CRI

70+
Ra



5
6

673345

568

20
2

Ø 60

DEREN T6 O 11500 740 LS01 DA GR

DEREN T6 OSRAM 2650 24 - 26 70 4000 LS01 B1 GREY
DEREN T6 OSRAM 3550 32 - 35 70 4000 LS01 B1 GREY
DEREN T6 OSRAM 4450 40 - 44 70 4000 LS01 B1 GREY
DEREN T6 OSRAM 6200 56 - 62 70 4000 LS01 B1 GREY
DEREN T6 OSRAM 8000 72 - 80 70 4000 LS01 B1 GREY
DEREN T6 OSRAM 9750 88 - 97 70 4000 LS01 B1 GREY
DEREN T6 OSRAM 11500 104 - 115 70 4000 LS01 B1 GREY

Luminous fl ux tolerance +/- 10%. The Company reserves the right to change any product specifi cations without prior notifi cation.
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LS18 - On request

LS01 - Standard LS03 - On request

LS04 - On request LS05 - On request

DIMENSIONS

 order description:

Type mounting

type

modul net lumen 

output 

(at Ta = 25 °C)

power 

consumption

color

rendering 

index

correlated 

color 

temperature

optic control color

(lm) (W) CRI (Ra) CCT (K)



67 08B1

up to

12800
lm

up to

113
lm/W

DEREN
A powerful and effi cient LED street luminaire 

with highly fl exible lens optics offering 4 

different light distributions. It comes as a 

full package of functionalities and features, 

including lifetime of 100,000 hours, L80, 

robust construction, full controllability, reliable 

operation at extreme temperatures and 

modern look.

Mounting T6 - Pole top and side entry installation Ø 60 mm

Optical system Lenses: 
LS01 - Standard
LS03, LS04, LS05, LS18 - On request

Light distribution Direct

Driver Electronic control gear with constant lumen output
- B1 (The Basic 01 function executes the dimming
schedule based on a virtual clock)
ON - 23:00 100 %
23:00 - 4:00 50 %
4:00 - OFF 100 %

Materials Housing: die cast AL
Cover: PC
Frame: sheet steel
Tiltable spigot: die cast AL

Surface fi nish Housing: grey (RAL 9006)

Accessories External lead-in fl exible cable

Weight 9.7 kg

Service lifetime 100 000 hours / L80 B10 @ 35 °C

Ambient temperature - 35 °C / + 40 °C

EEC A++ / A+ / A

years 
warranty5

CRI

70+
Ra

STANDARD



5
6

673345
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2

Ø 60

DEREN RF T6 O 11500 740 LS01 RF GR
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DEREN RF T6 OSRAM 2650 24 - 26 70 4000 LS01 RF GREY
DEREN RF T6 OSRAM 3550 32 - 35 70 4000 LS01 RF GREY
DEREN RF T6 OSRAM 4450 40 - 44 70 4000 LS01 RF GREY
DEREN RF T6 OSRAM 6200 56 - 62 70 4000 LS01 RF GREY
DEREN RF T6 OSRAM 8000 72 - 80 70 4000 LS01 RF GREY
DEREN RF T6 OSRAM 9750 88 - 97 70 4000 LS01 RF GREY
DEREN RF T6 OSRAM 11500 104 - 115 70 4000 LS01 RF GREY

Luminous fl ux tolerance +/- 10%. The Company reserves the right to change any product specifi cations without prior notifi cation.

STREET
LS01 - Standard LS03 - On request

LS04 - On request LS05 - On request

 order description:

DIMENSIONS

LS18 - On request

Type mounting

type

modul net lumen 

output 

(at Ta = 25 °C)

power 

consumption

color

rendering 

index

correlated 

color 

temperature

optic control color

(lm) (W) CRI (Ra) CCT (K)



67 08CONTROL
RF

up to

12800
lm

up to

113
lm/W

STANDARD

DEREN RF
(CITYOWL)

You can control all luminaires with a 

management system that extends lamp life 

by reducing unnecessary light hours. It allows 

you to monitor the system of lamps, take 

measurements and report data in real time. 

You can also optimise the maintenance cycles, 

set dimming profi les and much more. 

Mounting T6 - Pole top and side entry installation Ø 60 mm

Optical system Lenses: 
LS01 - Standard
LS03, LS04, LS05, LS18 - On request

Light distribution Direct

Driver Electonic control gear: 
Constant lumen output

Comunication RF (Radiofrequence)

Materials Housing: die cast AL
Cover: PC
Frame: sheet steel
Tiltable spigot: die cast AL

Surface fi nish Housing: grey (RAL 9006)

Accessories External lead-in fl exible cable

Weight 9.9 kg

Service lifetime 100 000 hours / L80 B10 @ 35 °C

Ambient temperature - 35 °C / + 40 °C

EEC A++ / A+ / A

years 
warranty5

CRI

70+
Ra
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DEREN PL T6 OSRAM 2650 24 - 26 70 4000 LS01 PL GREY
DEREN PL T6 OSRAM 3550 32 - 35 70 4000 LS01 PL GREY
DEREN PL T6 OSRAM 4450 40 - 44 70 4000 LS01 PL GREY
DEREN PL T6 OSRAM 6200 56 - 62 70 4000 LS01 PL GREY
DEREN PL T6 OSRAM 8000 72 - 80 70 4000 LS01 PL GREY
DEREN PL T6 OSRAM 9750 88 - 97 70 4000 LS01 PL GREY
DEREN PL T6 OSRAM 11500 104 - 115 70 4000 LS01 PL GREY

Luminous fl ux tolerance +/- 10%. The Company reserves the right to change any product specifi cations without prior notifi cation.

STREET
LS01 - Standard LS03 - On request

LS04 - On request LS05 - On request

DIMENSIONS

 order description:

LS18 - On request

Type mounting

type

modul net lumen 

output 

(at Ta = 25 °C)

power 

consumption

color

rendering 

index

correlated 

color 

temperature

optic control color

(lm) (W) CRI (Ra) CCT (K)



67 08CONTROL
PL

up to

12800
lm

up to

113
lm/W

STANDARD

DEREN PL
(CITYOWL)

To use POWER LINE control you do not need 

to use any additional infrastructure besides 

standard power lines, which is a huge 

advantage as you do not have to interfere with 

the usual functionality. Moreover, there is a 

possibility to connect environmental sensors 

like photocells, weather stations and switching 

devices to the segment builder.

Mounting T6 - Pole top and side entry installation Ø 60 mm

Optical system Lenses: 
LS01 - Standard
LS03, LS04, LS05, LS18 - On request

Light distribution Direct

Driver Electonic control gear: 
Constant lumen output

Comunication PL (Powerline)

Materials Housing: die cast AL
Cover: PC
Frame: sheet steel
Tiltable spigot: die cast AL

Surface fi nish Housing: grey (RAL 9006)

Accessories External lead-in fl exible cable

Weight 9.9 kg

Service lifetime 100 000 hours / L80 B10 @ 35 °C

Ambient temperature - 35 °C / + 40 °C

EEC A++ / A+ / A

years 
warranty5

CRI

70+
Ra



ACCESSORIES 

SUSPENSION
SUS 1.25 CO/020 SUSPENSION 20

SUS 1.50 CO/045 SUSPENSION 45

SUS 1.35 CO/003 SUSPENSION 03

SUS 1.35 CO/044 SUSPENSION 44

SUS 1.50 CO/041 SUSPENSION 41

SUS 1.35 CO/048 SUSPENSION 48

SUS 1.35 CO/038 SUSPENSION 38

SUS 1.50 C0/051 SUSPENSION 51

SUS 1.50 C0/052 SUSPENSION 52

SUS 1.25 CO/020 SUSPENSION 20

SUS 1.50 CO/041 SUSPENSION 41

SUS 1.50 C0/052 SUSPENSION 52



SUS 1.35 CO/003 SUSPENSION 03 SUS 1.35 CO/044 SUSPENSION 44SUS 1.50 CO/045 SUSPENSION 45

SUS 1.35 CO/048 SUSPENSION 48 SUS 1.35 CO/038 SUSPENSION 38 SUS 1.50 C0/051 SUSPENSION 51



GENA SM S 5900 850 ASYM DA GR

GENA
2700 lm, 3000 K

109

16
5

8
0

66

1230

FLEXIBLE

Luminous flux tolerance +/- 10%. The Company reserves the right to change any product specifications without prior notification.

ARCHITAINMENT

Type mounting

type

modul net lumen 

output 

(at Ta = 25 °C)

power 

consumption

color

rendering 

index

correlated 

color 

temperature

optic control color

(lm) (W) CRI (Ra) CCT (K)

GENA WM SAMSUNG 2700 21 80 3000 ASYM FIX / DALI / 1-10V GREY
GENA WM SAMSUNG 2800 21 80 4000 ASYM FIX / DALI / 1-10V GREY
GENA WM SAMSUNG 2900 21 80 5000 ASYM FIX / DALI / 1-10V GREY
GENA WM SAMSUNG 5400 42 80 3000 ASYM FIX / DALI / 1-10V GREY
GENA WM SAMSUNG 5700 42 80 4000 ASYM FIX / DALI / 1-10V GREY
GENA WM SAMSUNG 5900 42 80 5000 ASYM FIX / DALI / 1-10V GREY

order description:

DIMENSIONS



65

GENA
Take outdoor advertising to the next level with 

the line of new Gena billboard lighting fixtures. 

With its long lifetime span and A++ energy 

rating Gena is a favourite product for any size 

of outdoor display.

Mounting Wall mounted

Optical system Asymmetric polished reflector

Light distribution Direct

Driver Electronic control gear FIX/1-10V/DALI

Materials Housing: extruded AL
Reflector: polished anodised AL
Reflector cover: transparent hardened glass

Surface finish Housing: anthracite (high corrosion resistant
powder coat finish RAL 7016)

Weight 5.7 kg

Service lifetime 50 000 hours / L80 B10 @ 35 °C

Ambient temperature - 20 °C / + 45 °C

EEC A++ / A+ / A

up to

5900
lm

up to

140
lm/W

80
Ra

STANDARD

years 
warranty5
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Luminous flux tolerance +/- 10%. The Company reserves the right to change any product specifications without prior notification.

Type net lumen output 

(at Ta = 25 °C)

power 

consumption

LED

Device

beam 

angle

weight

(lm) W (mA) (LEDs Pcs.) (kg)

AEDI LINE PARVUS 9 WHITE 1134   9 (350) / 16,5 (600) 9 Spot / Narrow / Medium / Wide / Oval 0.8

AEDI LINE PARVUS 18 WHITE 2268 18 (350) / 33 (600) 18 Spot / Narrow / Medium / Wide / Oval 1.98

AEDI LINE PARVUS 27 WHITE 3402 27 (350) / 48 (600) 27 Spot / Narrow / Medium / Wide / Oval 2.96

AEDI LINE PARVUS 36 WHITE 4536   36 (350) / 64,5 (600) 36 Spot / Narrow / Medium / Wide / Oval 3.95

OUTDOOR FAMILY WHITE /  TUNABLE WHITE

DIMENSIONS



48V
66

AEDI LINE PARVUS 
9/18/27/36 WHITE

AEDI LINE PARVUS with state-of-the-art WHITE 

LED technology and made using the highest quality 

materials and construction methods. Bringing the 

flexibility to outdoor application, this powerful lighting 

fixture is ideally suited to use in landscape and building 

illumination, and IP66 ensures safe operation in even the 

most demanding areas.

up to

4536
lm

Mounting Mounting bracket adjustable 
(two options of bracket lenghts)

LED Device high power OSRAM LEDs

LED color variants 3000K/ 4000K/ 5700K

Input Voltage constant Voltage 48V DC

Wiring electronic control gear intergated

Power cable connection IP rated connectors

Service lifetime 70,000 hrs / L70 @25°C

Operating ambient tem. -20°C / +40°C

Materials housing: die cast aluminium
cover: clear hardened glass

Dimensions 9 WHITE:   111 / 126 x 45 x 300 mm
18 WHITE: 111 / 126 x 45 x 600 mm
27 WHITE: 111 / 126 x 45 x 900 mm
36 WHITE: 111 / 126 x 45 x 1200 mm

Accessories (not 
included):

constant Voltage 48V power supply
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Luminous flux tolerance +/- 10%. The Company reserves the right to change any product specifications without prior notification.

OUTDOOR FAMILY RGB /  RGBW

Type net lumen output 

(at Ta = 25 °C)

power 

consumption

LED

Device

beam 

angle

weight

(lm) W (mA) (LEDs Pcs.) (kg)

AEDI LINE PARVUS 18 RGB 720 19.4 (350) / 27.8 (500) 18 Spot / Narrow / Medium / Wide / Oval 1.98

AEDI LINE PARVUS 27 RGB 1080 18.5 (350) / 41.6 (500) 27 Spot / Narrow / Medium / Wide / Oval 2.96

AEDI LINE PARVUS 36 RGB 1468 38.0 (350) / 55.5 (500) 36 Spot / Narrow / Medium / Wide / Oval 3.95



48V
66

AEDI LINE PARVUS
18/27/36 RGB

The stylishly modern and unassuming exterior of AEDI LINE 

PARVUS houses state-of-the-art RGB LED technology and 

made using the highest quality materials and construction 

methods. Bringing the flexibility to outdoor application, 

this powerful lighting fixture is ideally suited to use in 

landscape and building illumination, and IP66 ensures safe 

operation in even the most demanding areas.

up to

1468
lm

Mounting Mounting bracket adjustable 
(two options of bracket lenghts)

LED Device high power OSRAM LEDs

LED color variants RGB

Input Voltage 48V DC (integrated DMX electronics)

Wiring Dimming electronic control gear
DMX 512 A inside
Adressable by RDM protocol

Power cable connection IP rated connectors

Service lifetime 70,000 hrs / L70 @25°C

Operating ambient tem. -20°C / +40°C

Materials housing: die cast aluminium
cover: clear hardened glass

Dimensions 18 RGB: 101 / 126 x 54 x 600 mm
27 RGB: 101 / 126 x 54 x 900 mm
36 RGB: 101 / 126 x 54 x 1200 mm

Accessories 
(not included):

DMX controllers AEDITEMPA ATTACA & AEDITEMPA 
LIBA
Constant Voltage power supply 230/48V
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AEDI GLOBUS GROUND 
3 RGB

AEDI GLOBUS GROUND 
6 RGB

Luminous flux tolerance +/- 10%. The Company reserves the right to change any product specifications without prior notification.

Type net lumen output 

(at Ta = 25 °C)

power 

consumption

LED

Device

beam 

angle

weight

(lm) W (mA) (LEDs Pcs.) (kg)

AEDI GLOBUS GROUND 3 RGB 120 3.2 (350) / 4.6 (500) 3 Medium / Wide / Asymmetric 0.6

AEDI GLOBUS GROUND 6 RGB 240 6.4 (350) / 9.5 (500) 6 Medium / Wide / Asymmetric 0.8

OUTDOOR FAMILY RGB /  RGBW
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3 RGB

6 RGB
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AEDI GLOBUS GROUND 
3/6 RGB

The stylishly modern and unassuming exterior of AEDI GLOBUS 

GROUND houses state-of-the-art RGB LED technology and 

made using the highest quality materials and construction 

methods. Bringing the flexibility to outdoor application, this 

powerful lighting fixture is ideally suited to use in landscape 

and building illumination, and IP67 ensures safe operation in 

even the most demanding areas.

up to

240
lm

Mounting Ground recessed

LED Device high power OSRAM LEDs

LED color variants RGB

Input Voltage external LED dimmer max.48V DC,see accesories

Wiring none

Power cable connection IP rated connectors, 8 Wire Outdoor Cable (L=0,5m)

Service lifetime 70,000 hrs / L70 @25°C

Operating ambient tem. -20°C / +40°C

Materials housing: die cast aluminium
cover: clear hardened glass

Dimensions 3 RGB: 100 x 100 x 113 mm
3 RGB: 130 x 130 x 113 mm

Accessories (not 
included):

constant Voltage 48V power supply
DMX controllers AEDITEMPA ATTACA 
& AEDITEMPA LIBA
LED dimmers 4ch,6ch,12ch
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AEDI GLOBUS GROUND 
15 RGB

AEDI GLOBUS GROUND 
24 RGB
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Luminous flux tolerance +/- 10%. The Company reserves the right to change any product specifications without prior notification.

Type net lumen output 

(at Ta = 25 °C)

power 

consumption

LED

Device

beam 

angle

weight

(lm) W (mA) (LEDs Pcs.) (kg)

AEDI GLOBUS GROUND 15 RGB 600 15.9 (350) / 23 (500) 15 Spot / Narrow / Medium / Wide / Asym. 2.8

AEDI GLOBUS GROUND 24 RGB 960 25.4 (350) / 37 (500) 24 Spot / Narrow / Medium / Wide / Asym. 4.9

OUTDOOR FAMILY RGB /  RGBW

square shape

square shape

round shape

round shape
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48V
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AEDI GLOBUS GROUND 
15/24 RGB

The stylishly modern and unassuming exterior of AEDI GLO-

BUS GROUND houses state-of-the-art RGB or White LED 

technology and made using the highest quality materials and 

construction methods. Bringing the flexibility to outdoor ap-

plication, this powerful lighting fixture is ideally suited to use 

in landscape and building illumination, and IP67 ensures safe 

operation in even the most demanding areas.

up to

960
lm

Mounting Ground recessed

LED Device high power OSRAM LEDs

LED color variants RGB

Input Voltage 48V DC (integrated DMX electronics)*

Wiring Dimming electronic control gear
DMX 512 A inside
Adressable by RDM protocol

Power cable connection SOMMER CABLE - SC-KOLORITH 1 (L=0,5m), IP 
rated connectors

Service lifetime 70,000 hrs / L70 @25°C

Operating ambient tem. -20°C / +40°C

Materials housing: die cast aluminium
cover: clear hardened glass

Dimensions 15 RGB: 216 x 216 x 97 mm
24 RGB: 260 x 260 x 106 mm

Accessories 
(not included):

DMX controllers AEDITEMPA ATTACA 
& AEDITEMPA LIBA
Constant Voltage power supply 230/48V
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Luminous flux tolerance +/- 10%. The Company reserves the right to change any product specifications without prior notification.

DIMENSIONS

Type net lumen output 

(at Ta = 25 °C)

power 

consumption

LED

Device

beam 

angle

weight

(lm) (W) (LEDs Pcs.) (kg)

AEDI WASH GLOBUS 90 RGBW 9000 267 90 Spot / Narrow / Medium / Wide / Oval 16.4

OUTDOOR FAMILY RGB /  RGBW
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230 V

50 Hz

AEDI WASH GLOBUS 
90 RGBW

The stylishly modern and unassuming exterior of AEDI WASH 

GLOBUS houses state-of-the-art RGBW LED technology and 

made using the highest quality materials and construction 

methods. Bringing the flexibility to outdoor application, this 

powerful lighting fixture is ideally suited to use in landscape 

and building illumination, and IP66 ensures safe operation in 

even the most demanding areas.

up to

9000
lm

Mounting manual tilt adjustable bracket

LED Device RGBW Cree LEDs

LED color variants red / green / blue / neutral white

Input Voltage 100-240V AC 50/60Hz / Daisy Chain System

Wiring Dimming electronic control gear USITT DMX 512 A

Power cable connection IP rated connectors

Service lifetime 50,000 hrs / L70 @25°C

Operating ambient tem. -20°C / +40°C

Materials housing: die cast aluminium
cover: clear hardened glass

Dimensions 385 x 400 x 195 mm

Accessories (not 
included):

DMX controllers: AEDITEMPA ATTACA &
AEDITEMPA LIBA



Luminous flux tolerance +/- 10%. The Company reserves the right to change any product specifications without prior notification.

OUTDOOR FAMILY WHITE /  TUNABLE WHITE
DIMENSIONS

Type net lumen output 

(at Ta = 25 °C)

power 

consumption

LED

Device

beam 

angle

weight

(lm) W (mA) (LEDs Pcs.) (kg)

AEDI WALL GLOBUS WHITE TWIN 2x600   18.5 (500) 2x6 Spot / Narrow / Medium 2.8
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AEDI WALL GLOBUS
WHITE TWIN

The stylishly modern and unassuming exterior of AEDI 

GLOBUS houses state-of-the-art White LED technology 

and made using the highest quality materials and 

construction methods. Bringing the flexibility to outdoor 

application, this powerful lighting fixture is ideally suited 

to use in landscape and building illumination, and IP54 

ensures safe operation in even the most demanding areas.

up to

2 x 600
lm

Mounting Wall mounted

LED Device high power OSRAM LEDs

LED color variants 3000K / 4000K / 5700K

Input Voltage constant Voltage 48V DC

Power cable connection Outdoor cable H05RR-F 2 x 1,5 mm (L=0,5m)

Service lifetime 70,000 hrs / L70 @25°C

Operating ambient tem. -20°C / +40°C

Materials housing: die cast aluminium

Dimensions 120 x 275 x 204 mm

Accessories 
(not included):

constant Voltage 48V Power supply
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Luminous flux tolerance +/- 10%. The Company reserves the right to change any product specifications without prior notification.

Type net lumen output 

(at Ta = 25 °C)

power 

consumption

LED

Device

beam 

angle

weight

(lm) W (mA) (LEDs Pcs.) (kg)

AEDI WALL SQUARE WHITE TWIN 2x650 19.2 (350) / 38.4 (500) 2x9 Spot / Narrow / Medium 2.8

OUTDOOR FAMILY WHITE /  TUNABLE WHITE
DIMENSIONS
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AEDI WALL SQUARE 
WHITE TWIN

The stylishly modern and unassuming exterior of AEDI 

GLOBUS houses state-of-the-art White LED technology 

and made using the highest quality materials and 

construction methods. Bringing the flexibility to outdoor 

application, this powerful lighting fixture is ideally suited 

to use in landscape and building illumination, and IP54 

ensures safe operation in even the most demanding areas.

up to

2 x 650
lm

Mounting Wall mounted

LED Device high power OSRAM LEDs

LED color variants 3000K / 4000K / 5700K

Input Voltage constant Voltage 48V DC

Power cable connection Outdoor cable H05RR-F 2 x 1,5 mm (L=0,5m)

Service lifetime 70,000 hrs / L70 @25°C

Operating ambient tem. -20°C / +40°C

Materials Housing: die cast aluminium
Cover: clear hardened glass

Dimensions 125 x 141 x 159 mm

Accessories 
(not included):

Power supply 230V AC/ 48 V DC
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